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ESTIMATED BRIDGE REPAIR QUANTITIES

ITEM NO. ITEM CODE ITEM UNIT TOTAL AS BUILT QUAN.

1 2499-0800000 LF 78.0PAVING NOTCH REPLACEMENT 

ESTIMATE REFERENCE INFORMATION

ITEM CODE DESCRIPTION
ITEM

NO.

1 2499-0800000 PAVING NOTCH REPLACEMENT 

INCLUDES 5.5 CY OF STRUCTURAL CONCRETE CLASS C, 1248 LBS OF EPOXY-COATED REINFORCING STEEL,EXCAVATION, 

REMOVING AND DISPOSING CONCRETE REMOVED TO FORM THE SHEAR KEYWAYS, DRILLING HOLES FOR DOWEL BARS, AND POLYMER GROUT

MATERIAL.

DESIGN TEAM PROJECT NUMBER SHEET NUMBER

IOWA DEPARTMENT OF TRANSPORTATION - HIGHWAY DIVISION

DESIGN SHEET NO.

COUNTY

OF FILE NO. DESIGN NO.

HARRISON COUNTY

35'-0 END SPANS 45'-0 INTERIOR SPAN

STATION:  1655+40.00

HARRISON IMX-029-5(245)77--02-43
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PAVING NOTCH REPLACEMENT

TYPE OF WORK DES. NO.

AT THIS SITE

DESIGN HISTORY

8

1•

BENT BAR DETAILS

TYPICAL

SAWCUT ƒ"

NOTE: ALL DIMENSIONS ARE OUT TO OUT.  D=PIN DIAMETER.

NOTE: ALL REINFORCING IS TO BE EPOXY COATED.

(REMOVAL LIMITS).

AT 2'-0 CENTERS

KEYWAY SPACED

1•`x`8`x`0'-8

DETAIL

1•"`x`8" KEYWAY

1'-6 MIN. LAP

5m25m1

A

A

5k2

5k1

6

1'-0 1'-0

6

3

PAVING NOTCH JOINT

DOWEL SETTING NOTE:

PAVING NOTCH REPLACEMENT NOTES:

THESE BRIDGE PLANS LABEL ALL REINFORCING STEEL WITH ENGLISH NOTATION

(`5a1 IS † INCH DIAMETER BAR`).  ENGLISH REINFORCING STEEL RECEIVED IN

THE FIELD MAY DISPLAY THE FOLLOWING "BAR DESIGNATION".  THE "BAR

DESIGNATION" IS THE STAMPED IMPRESSION ON THE REINFORCING BARS, AND

IS EQUIVALENT TO THE BAR DIAMETER IN MILLIMETERS.

ENGLISH SIZE         3   4   5   6  `7   8   9  `10  11

BAR DESIGNATION     10  13  16  19  22  25  29  32  36

DESIGN STRESSES: 
DESIGN STRESSES FOR THE FOLLOWING MATERIALS ARE IN ACCORDANCE WITH 

REINFORCING STEEL IN ACCORDANCE WITH SECTION 8, GRADE 60.

SPECIFICATIONS: 
DESIGN: AASHTO SERIES OF 2002.

CONSTRUCTION:  IOWA DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS

THE AASHTO STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES, SERIES OF 2002. 

CONCRETE IN ACCORDANCE WITH SECTION 8,  f'c = 4.0 KSI. 

CONCRETE SLAB BRIDGE

1

ORIGINAL DESIGN1965

39'-0 PAVING NOTCH GUTTER TO GUTTER

37 SPACES @ 1'-0 = 37'-0;  38 - 5k1

LOCATION

LONGITUDE -96.036247°

LATITUDE 41.671503°

BRIDGE MAINT. NO. 4386.5L029

FHWA NO. 028250

HARRISON COUNTY

CLAY TOWNSHIP

SECTION 12

T-79N   R-45W

S.B. I-29 OVER BURCHAM CREEK

1289

192

415

1

FROM GUTTER LINE TO GUTTER LINE.

NEW PAVING NOTCH REPLACEMENT SHOULD EXTEND

NOTE:

GROUT MANUFACTURER'S RECOMMENDATIONS.

ARTICLE 2301.03, E, OF THE STANDARD SPECIFICATIONS, AND THE

BE USED TO INSTALL THE DEFORMED DOWEL BARS IN ACCORDANCE WITH

HOLES.  HOLES ARE TO BE 10" DEEP.  A POLYMER GROUT SYSTEM SHALL

THE DEFORMED 5k2 BARS SHALL BE SET AS DOWELS IN DRILLED

| ABUT. BRG.

OVERLAY & REPAIRS

38 SPACES @ 1'-0 = 38'-0;  78 - 5k2

STANDARD FOR MOVEABLE ABUTMENT.

USE "BR-203" APPROACH PAVEMENT

NOTE:

ON THIS PROJECT.

AND SPECIAL PROVISIONS SHALL APPLY TO CONSTRUCTION WORK

DEVELOPMENTAL SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS

APPLICABLE GENERAL SUPPLEMENTAL SPECIFICATIONS,

FOR HIGHWAY AND BRIDGE CONSTRUCTION, SERIES 2015, PLUS

PART PLAN VIEW AT ABUTMENT
(TYPICAL FOR BOTH ENDS OF BRIDGE)

STANDARD SHEET 1068

MODIFIED

PAVING NOTCH REPAIR DETAILSRETROFIT RAILS

PAVING NOTCH REPAIRS

DESIGN FOR REPAIRS TO 0° SKEW

115'-0 x 39'-0 CONTINUOUS

FOR REINFORCEMENT

PAVEMENT.  PROVIDE 1'-6 MINIMUM LAP 

INCHES PAST CONSTRUCTION JOINT FOR 

NOTCH REPAIR`TO EXTEND A MINIMUM OF 3

*`PERMISSIBLE CONSTRUCTION JOINT FOR

V.15

SPECIFICATIONS.

REMOVALS SHALL BE IN ACCORDANCE WITH SECTION 2401, OF THE STANDARD

 

REINFORCING STEEL PER FOOT.

YARDS PER FOOT OF STRUCTURAL CONCRETE AND 16.0 POUNDS OF EPOXY COATED 

NOTCH TO THE DIMENSIONS SHOWN.  THE NEW NOTCH IS ESTIMATED AT 0.07 CUBIC 

DRILLING THE HOLES FOR THE DEFORMED DOWELS AND CONSTRUCTING THE NEW 

THIS WORK SHALL INCLUDE, REMOVING THE CONCRETE FOR THE SHEAR KEYWAYS, 

BACKFILL AND COMPACTION AS NEEDED, AND INSTALLING THE NEW PAVING NOTCH.  

COSTS OF LABOR AND MATERIALS ASSOCIATED WITH EXCAVATION, GRANULAR 

THE BID ITEM "PAVING NOTCH REPLACEMENT" LINEAR FEET, SHALL INCLUDE ALL 

 

TO BE 2" UNLESS OTHERWISE NOTED OR SHOWN.

MINIMUM CLEAR DISTANCE FROM FACE OF CONCRETE TO NEAR REINFORCING BAR IS

 

THE PAVING NOTCH REPLACEMENT IS TO BE CLASS "C" STRUCTURAL CONCRETE.

PART SECTION A-A

TOP OF NEW APPROACH SLAB
1'-3

1
'-

6

5k2

EMBEDMENT

TOP OF BRIDGE SLAB

10"

2
•
 

C
L
.

5k2

5k1

5m1 & 5m2

     REINFORCING STEEL EXPOSED DURING REMOVALS.

NOTE: DOWELS SHALL BE PLACED TO MISS ANY EXISTING

REMOVAL LINE

CONCRETE OR 

ROUGHENBACKFILL IF NECESSARY

COMPACT GRANULAR

(U.A.C.)

BAR

EXISTING 

1
'-

0

D=2•

D=2•

1'-11

5k1

6

6

1
'-

1 1
'-

1
•

5k2
11"

JOINT FOR APPROACH PAVEMENT

* PERMISSIBLE CONSTRUCTION 

AMA / JSZ / RDM / DRE
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