REVISED 06-2013: THIS STANDARD RENAMED TO J30-OIA-06. INDEX SHEET INFORMATION ON STANDARD J30-01-06.

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE.

GENERAL NOTES:

THE J30-06 BRIDGE STANDARDS, IF PROPERLY USED, PROVIDE THE STRUCTURAL PLANS NECESSARY TO
CONSTRUCT THREE SPAN 30’ ROADWAY CONTINUOUS CONCRETE SLAB BRIDGES WITH LENGTHS OF
70°-0, 80'-0, 90’-0, 100’-0, 110°-Q, 120’-0, 130'-0, 140’-0 AND 150’-0.

THESE BRIDGES MAY BE BUILT ON A 0°,15° 30° OR 45° SKEW. THESE PLANS SHOW THE BRIDGES
SKEWED IN ONE DIRECTION, BUT ALL DII&NSIONS AND DETAILS WOULD BE THE SAME FOR THE
OPPQSITE SKEW.

THESE STANDARDS GIVE MOST OF THE INFORMATION NECESSARY TO BUILD THESE BRIDGES.
HOWEVER, THE FOLLOWING ADDITIONAL INFORMATION IS REQUIRED FOR USE ON PRIMARY ROUTES.
FOR SECONDARY ROUTES THE ENGINEER MAY NOT REQUIRE ALL SHEETS TO BE PROVIDED:

I. TITLE SHEET WITH ENGINEERS SEAL

2. ESTIMATED QUANTITIES TOTALS INCLUDING CLASS 20 EXCAVATION FOR BRIDGE

3. SITUATION PLAN LAYOUT OF BRIDGE

4. TOP OF SLAB ELEVATIONS LAYOUT

5. BOTTOM OF ABUTMENT FOOTING ELEVATIONS

6. BOTTOM OF PIER CAP ELEVATIONS

7. PILING DESIGN INFORMATION

8. SLOPE PROTECTION LAYOUT IF NEEDED

9. CONDUIT LAYOUT

10. LIGHTING LAYOUT IF NEEDED

FOR CLARITY, MOST SECTIONS SHOWN ON THE FOLLOWING SHEETS ARE DRAWN WITH BARRIER RAIL
ONLY. THESE SECTIONS WILL BE IDENTICAL FOR OPEN RAIL DESIGN WITH ANY MODIFICATIONS SHOWN
ON SHEET J30-43-06 AND J30-44-06.

THESE BRIDGES ARE DESIGNED FOR HLS3 LOADING PLUS 20 LBS.PER SQ.FT.OF ROADWAY FOR FUTURE
WEARING SURFACE. CONTROL OF CRACKING BY DISTRIBUTION OF REINFORCEMENT FOR SLAB DESIGN BASED
ON PRE LRFD 2005 INTERIMS.

NOTE THAT WHEN APPROACH PAVEMENT IS TO BE PLACED, THE TEMPORARY PAVING BLOCKS SHALL BE REMOVED
AND A PROPER JOINT FOR EXPANSION SHALL BE PROVIDED BETWEEN THE BRIDGE AND THE APPROACH PAVING.

THE FLOOR SLAB AS SHOWN INCLUDES }” INTEGRAL WEARING SURFACE.

THE ABUTMENTS FOR THESE BRIDGES ARE BUILT INTEGRAL WITH THE SUPERSTRUCTURE. THEREFORE,
IT IS IMPORTANT THAT A PROPER JOINT FOR EXPANSION BE PROVIDED BETWEEN THE BRIDGE AND
APPROACH PAVING, WHEN APPROACH PAVING IS NEEDED.

THE ABUTMENT DESIGN UTILIZED ON THESE BRIDGES RESTRICTS THEIR USE IN THE FOLLOWING
MANNER:

(1) THESE BRIDGES ARE NOT TO BE USED WHEN POINT BEARING FOR THE ABUTMENT STEEL
PILING WOULD BE OBTAINED ON ROCK AT A DISTANCE LESS THAN |5 FEET FROM THE
BOTTOM OF FOOTING.

(2) FOR THE 140 FOOT AND 150 FOOT LONG BRIDGES THE ABUTMENT PILING ARE TO BE
DRIVEN THROUGH OVERSIZED HOLES PREBORED TO A MINIMUM OF 10 FEET BELOW THE
BELOW THE BOTTOM OF FOOTING. THE PREBORED HOLES SHALL BE IN ACCORDANCE WITH
SECTION 2501.03, @ OF THE STANDARD SPECIFICATIONS. THE ELEVATION OF THE BOTTOM
OF THE PREBORED HOLE SHALL BE SHOWN ON THE PLANS.

(3) IF ROCK IS ENCOUNTERED LESS THAN 5 FOOT BELOW THE PREBORED HOLES, A SPECIAL
ANALYSIS WILL BE REQUIRED. WHEN PREBORING IS NOT REQUIRED FOR THE ABUTMENT
FOOTING AND ROCK IS ENCOUNTERED LESS THAN 10 FOOT BELOW THE BOTTOM OF
ABUTMENT FOOTING, A SPECIAL ANALYSIS WILL BE REQUIRED.

THE PIERS AND ABUTMENTS FOR THESE STANDARDS HAVE BEEN DESIGNED FOR THE USE OF BOTH
FRICTION AND POINT BEARING PILES. IT IS NECESSARY THAT THE TYPE AND LENGTH FOR BOTH THE
ABUTMENT AND PIER PILES BE DESIGNATED ON THE FRONT SHEET OF THE PLANS.

THE INTEGRAL ABUTMENTS AND PILE BENTS FOR THESE J30 STANDARDS HAVE BEEN DESIGNED
FOR THE USE OF VARIOUS TYPES QF PILE FOOTINGS AS FOLLOWS.

+ INTEGRAL ABUTMENTS: TIMBER PILES OR HP 10x42 PILES AT BRIDGE DESIGN MANUAL(BDM)
ARTICLE 6.2.6.1 STRUCTURAL RESISTANCE LEVEL-I (SRL-1)

+ PILE BENTS: STANDARD CONCRETE-FILLED STEEL PIPE PILES (PI0L), STANDARD PRESTRESSED
CONCRETE PILES (PIOL), OR STANDARD H-PILES (PIOL AND SRL-1)

BECAUSE THESE BRIDGE STANDARDS HAVE BEEN REVISED FOR LRFD BASED ON 2012-COMPLETED
IOWA STATE UNIVERSITY RESEARCH, FOR PILE FOUNDATIONS THE DESIGNER WILL NEED TO
DETERMINE THE CONSTRUCTION CONTROL METHOD, CONTRACT LENGTH, AND DRIVING TARGET

AND GIVE THAT INFORMATION ON THE FRONT SHEET OF THE PLANS. BRIDGE DESIGN MANUAL
CADD NOTES EIT7,E718, ETI9, EBI8, AND E8IS ARE APPROPRIATE FOR THAT PURPOSE. THE NOTES,
AS WELL AS THE BRIDGE DESIGN MANUAL AND DESIGN EXAMPLES, ARE AVAILABLE ON THE
OFFICE OF BRIDGES AND STRUCTURES WEB SITEsHTTP://WWW.IOWADOT.GOV/BRIDGE/INDEX.HTM.

STRUCTURAL RESISTANCE LEVEL-I (SRL-1) REPLACES THE 50 TON STEEL PILE DESIGNATION.

FOR MORE INFORMATION ON SRL-1, SEE THE BRIDGE DESIGN MANUAL, LOCATED ON
THE IOWA DEPARTMENT OF TRANSPORTATION, OFFICE OF BRIDGES AND STRUCTURES WEB SITE.

THESE STANDARDS CAN BE USED FOR BRIDGES WITH OR WITHOUT EPOXY COATED REINFORCING.
REINFORCING BAR LAP LENGTHS ARE BASED ON THE USE OF EPOXY COATED REINFORCING, BUT
NEED NOT BE MODIFIED IF NON-COATED BARS ARE TO BE USED. THE DESIGNER SHALL SPECIFY
THE APPROPRIATE BID ITEM NO.FOR THE EPOXY COATED OR NON-EPOXY COATED REINFORCING.

IT IS RECOMMENDED THAT THE EPOXY COATED REINFORCING OPTION BE USED IF IT IS ANTICIPATED
THAT THE BRIDGE DECK AND/OR THE BRIDGE APPROACHES WILL BE CHEMICALLY TREATED FOR THE
REMOVAL OF ICE OR SNOW.

IF EPOXY COATED BARS ARE USED IN THE DECK, THEN ALL BARS USED IN THE ABUTMENT (FOOTING
AND BACKWALL), CAP, AND BARRIER RAILS SHALL BE EPOXY COATED.

FOR PIERS SUBJECT TO SCOUR THE DESIGN BEARING SHALL BE OBTAINED BELOW SCOUR ELEVATION.
SCOUR ELEVATION SHALL BE SHOWN ON THE FRONT SHEET.

KEYWAY DIMENSIONS SHOWN ON THE PLANS ARE BASED ON NOMINAL DIMENSIONS UNLESS STATED
OTHERWISE. IN ADDITION, THE BEVEL USED ON THE KEYWAY SHALL BE LIMITED TO A MAXIMUM OF
10 DEGREES FROM VERTICAL.

THESE BRIDGE PLANS LABEL ALL REINFORCING STEEL WITH ENGLISH NOTATION
(5al IS § INCH DIAMETER BAR ). ENGLISH REINFORCING STEEL RECEIVED IN
THE FIELD MAY DISPLAY THE FOLLOWING "BAR DESIGNATION". THE "BAR
DESIGNATION" IS THE STAMPED IMPRESSION ON THE REINFORCING BARS, AND
IS EQUIVALENT TO THE BAR DIAMETER IN MILLIMETERS.

ENGLISH SIZE 3|45 |6 |7 (8|9 |10
BAR DESIGNATION 10| 13|16 |19 |22 |25 |29 |32 |36
SPECIFICATIONS:

DESIGN: AASHTO LRFD, SERIES OF 2004 WITH INTERIM 2005.

CONSTRUCTION: IOWA DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS
FOR HIGHWAY AND BRIDGE CONSTRUCTION, SERIES 2012, PLUS
APPLICABLE GENERAL SUPPLEMENTAL SPECIFICATIONS DEVELOPMBITAL
SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS AND SPECIAL
PROVISIONS SHALL APPLY TO CONSTRUCTION WORK ON THIS PROJECT.

DESIGN STRESSES:

DESIGN STRESSES FOR THE FOLLOWING MATERIALS ARE IN ACCORDANCE
WITH THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS, 3rd Ed, SERIES OF 2004.
REINFORCING STEEL IN ACCORDANCE WITH LRFD AASHTO SECTION 5, GRADE 60.
CONCRETE IN ACCORDANCE WITH LRFD AASHTO SECTION 5, f'c = 3,500 PSI,
STRUCTURAL STEEL IN ACCORDANCE WITH LRFD AASHTO SECTION 6. ASTM A709
GRADE 36 OR GRADE 50 (AASHTO M270 GRADE 36 OR GRADE 50 ).
=9 FOR TENSION STEEL
= 18 FOR COMPRESSION STEEL
HL-93 LIVE LOAD PLUS 20 LBS. PER SQ. FT. FOR FUTURE WEARING SURFACE.
END SPAN LENGTH IS USED TO CALCULATE EQUIVALENT WIDTH IN LIVE
LOAD DISTRIBUTION.
SIX FOOT OF APPROACH SLAB DEAD & LIVE LOAD INCLUDED IN ABUTMENT LOADS.
CONTROL OF CRACKING BY DISTRIBUTION OF REINFORCEMENT FOR SLAB
DESIGN BASED ON PRE 2005 LRFD INTERMS.
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INDEX FOR J30-06 STANDARDS:

J30-01-06 INDEX SHEET J30-20-06 SUPERSTRUCTURE DETAILS ALL BRIDGES
J30-01A-06  GENERAL NOTES
J30-21-06 SUPERSTRUCTURE DETAILS ALL BRIDGES
J30-02B-06  SUPERSTRUCTURE DETAILS  70'-0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-02E-06  SUPERSTRUCTURE DETAILS  70'-0 BRIDGE - EPOXY COATED REINFORCING J30-22-06 SUPERSTRUCTURE DETAILS ALL BRIDGES
J30-038-06  SUPERSTRUCTURE DETAILS ~ 70'-0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-03E-06 ~ SUPERSTRUCTURE DETAILS  70'-0 BRIDGE - EPOXY COATED REINFORCING J30-23-06 MONOLITHIC PIER CAP DETAILS ALL BRIDGES
J30-04B-06  SUPERSTRUCTURE DETAILS  80'-0 BRIDGE - NON-EPOXY COATED REINFORCING J30-24-06 MONOLITHIC PIER CAP DETAILS ALL BRIDGES
J30-04E-06  SUPERSTRUCTURE DETAILS  80'-0 BRIDGE - EPOXY COATED REINFORCING

J30-05B-06  SUPERSTRUCTURE DETAILS  80'-0 BRIDGE - NON-EPOXY COATED REINFORCING J30-25-06 NON-MONOLITHIC PIER CAP DETAILS ALL BRIDGES

J30-05E-06 ~ SUPERSTRUCTURE DETAILS  80'-0 BRIDGE - EPOXY COATED REINFORCING
J30-26-06 NON-MONOLITHIC PIER CAP DETAILS ALL BRIDGES
J30-06B-06  SUPERSTRUCTURE DETAILS ~ 90’-0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-06E-06  SUPERSTRUCTURE DETAILS  90°-0 BRIDGE - EPOXY COATED REINFORCING J30-27-08 ABUTMENT DETAILS 0° SKEW - TIMBER PILING
J30-07B-06  SUPERSTRUCTURE DETAILS  90’-0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-07E-06  SUPERSTRUCTURE DETAILS  90’-0 BRIDGE - EPOXY COATED REINFORCING J30-28-06 ABUTMENT DETAILS 15° SKEW - TIMBER PILING
J30-088-06  SUPERSTRUCTURE DETAILS ~ 100’-0 BRIDGE - NON-EPOXY COATED REINFORCING J30-29-06 ABUTMENT DETAILS 30° SKEW - TIMBER PILING
J30-08E-06 ~ SUPERSTRUCTURE DETAILS  100°-0 BRIDGE - EPOXY COATED REINFORCING

J30-09B-06  SUPERSTRUCTURE DETAILS ~ 100°-0 BRIDGE - NON-EPOXY COATED REINFORCING J30-30-06 ABUTMENT DETAILS 30° SKEW - TIMBER PILING

J30-09E-06  SUPERSTRUCTURE DETAILS  100°-0 BRIDGE - EPOXY COATED REINFORCING
J30-31-06 ABUTMENT DETAILS 45° SKEW - TIMBER PILING
J30-10B-06 ~ SUPERSTRUCTURE DETAILS  110°-0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-10E-06 ~ SUPERSTRUCTURE DETAILS  110°-0 BRIDGE - EPOXY COATED REINFORCING J30-32-06 ABUTMENT DETAILS 45° SKEW - TIMBER PILING
J30-118-06 ~ SUPERSTRUCTURE DETAILS  110’-0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-11E-06 ~ SUPERSTRUCTURE DETAILS  110’-0 BRIDGE - EPOXY COATED REINFORCING J30-33-06 ABUTMENT DETAILS - TIMBER PILING
J30-12B-06 ~ SUPERSTRUCTURE DETAILS  120’-O BRIDGE - NON-EPOXY COATED REINFORCING J30-34-06 ABUTMENT DETAILS 0° SKEW - STEEL PILING
J30-12E-06  SUPERSTRUCTURE DETAILS ~ 120’-0 BRIDGE - EPOXY COATED REINFORCING

J30-138-06 ~ SUPERSTRUCTURE DETAILS  120°-O BRIDGE - NON-EPOXY COATED REINFORCING J30-35-06 ABUTMENT DETAILS 15° SKEW - STEEL PILING

J30-13E-06 ~ SUPERSTRUCTURE DETAILS  120’-0 BRIDGE - EPOXY COATED REINFORCING
J30-36-06 ABUTMENT DETAILS 30° SKEW - STEEL PILING
J30-14B-06 ~ SUPERSTRUCTURE DETAILS  130’-0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-14E-06  SUPERSTRUCTURE DETAILS ~ 130’-0O BRIDGE - EPOXY COATED REINFORCING J30-37-06 ABUTMENT DETAILS 45° SKEW - STEEL PILING
J30-158-06  SUPERSTRUCTURE DETAILS  130°-O BRIDGE - NON-EPOXY COATED REINFORCING

J30-15E-06 ~ SUPERSTRUCTURE DETAILS  130'-0 BRIDGE - EPOXY COATED REINFORCING J30-38-06 ABUTMENT DETAILS 45° SKEW - STEEL PILING
J30-16B-06 ~ SUPERSTRUCTURE DETAILS  140’-0 BRIDGE - NON-EPOXY COATED REINFORCING J30-39-06 ABUTMENT DETAILS - STEEL PILING
J30-16E-06 ~ SUPERSTRUCTURE DETAILS ~ 140’-O BRIDGE - EPOXY COATED REINFORCING

J30-178-06  SUPERSTRUCTURE DETAILS  140’-O BRIDGE - NON-EPOXY COATED REINFORCING J30-40-06 BARRIER RAIL DETAILS

J30-17E-06  SUPERSTRUCTURE DETAILS  140°-O BRIDGE - EPOXY COATED REINFORCING
J30-41-06 BARRIER RAIL DETAILS
J30-18B-06 ~ SUPERSTRUCTURE DETAILS 150’0 BRIDGE - NON-EPOXY COATED REINFORCING

J30-1BE-06 ~ SUPERSTRUCTURE DETAILS  150’-0 BRIDGE - EPOXY COATED REINFORCING J30-42-06 BARRIER RAIL END SECTION
J30-198-06 ~ SUPERSTRUCTURE DETAILS  150’-0 BRIDGE - NON-EPOXY COATED REINFORCING
J30-19-06  SUPERSTRUCTURE DETAILS  150°-O BRIDGE - EPOXY COATED REINFORCING J30-43-06 OPEN BARRIER RAIL DETAILS

J30-44-06 OPEN BARRIER RAIL DETAILS

J30-45-06 SUBDRAIN DETAILS

J30-46-06 WING ARMORING & MACADAM STONE DETAILS
J30-47-06 ABUTMENT BACKFILL DETAILS - 0° SKEWS

J30-48-06 ABUTMENT BACKFILL DETAILS - 15°,30°, & 45° SKEWS

C)IOWAM Highway Division

STANDARD DESIGN - 30’ ROADWAY, 3 SPAN BRIDGES
CONTINUQUS CONCRETE
SLAB BRIDGES

NOVEMBER, 2006

09-2020

OVED BY BRIDGE ENGINEER

INDEX SHEET J30-01-06

LATEST REVISION DATE

REVISED 06-2013: THE GENERAL NOTES AND SPECIFICATIONS MOVED TO STANDARD SHEET J30-01A-06.

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE.
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1-4 307-0 ROADWAY =7

1573 1520 LEVEL LIMITS OF
(30°-6 ROADNAY FOR OPEN RAIL ) (30'-0 ROADWAY FOR BARRIER RAIL ) CONCRETE g
| = SEALER
1"x8x0'-8 Y
SLOPE 3'-0 3-0 2.0% SLOPE 0 30 'CeNTERS i
ROUGHENED CROWN ORDINATES PARABOLIC |~ PARABOLIC CROWN ORDINATES { 8270 RS OPEN RAIL—F> |
— JOINT UNDER |<—— SYMMETRICAL ABOUT § ROADWAY GUTTER LINE —> !
posT UNLESS NOTED
w . TOP OF SLAB
5]1 BARS @ I-0 CENTERS N 5d BARS @ I-0 CENTERS v \1
/ < [ 6¢ BARS @ 1'-0 CENTERS = A 33 (TYP) t_
4 K l
WE L T o
LINE D —-— CONCRETE SEALER
x5 | |6| 3" DOUBLE DRIP LIrE‘EY LIMITS FOR OPEN RAILS
GROOVE (TYP. ) ‘ 5 3" ORIP CONCRETE SEALER SHALL BE APPLIED TO BOTH SIDES OF BRIDGE SLAB ON
\ GROOVE (TYP.) THE TOP, EDGE OF SLAB AND LNDER THE SLAB. THE CONCRETE SEALER SHALL
3 EQ.SPA.@ 5 (TYP.) "»«—I—J . ALSO BE APPLIED TO THE OPEN RAIL ON THE TOP, TRAFFIC FACE SIDE, BOTTOM
° ‘ LT L LNE A OF RAIL, AND ON ALL SIDES OF THE OPEN RAIL POSTS.
z T * T
Sw l« L < LINE B THE CONCRETE SEALER LIMITS ARE SHOWN IN THE DETAIL AND SHALL APPLY
Y LINE € TO THE FULL LENGTH OF BRIDGE. CONCRETE SEALER SHALL BE APPLIED IN
3y 58 SPACES @ 0'-6 = 280 o ACCORDANCE WITH ARTICLE 2403.03,P,3 OF THE STANDARD SPECIFICATIONS.
¥ NOTE: DOUBLE DRIP | SLAB CROSS-SECTIONAL AREA ﬂg;f’LLTE?_PT'aO'mJ ”g;!‘gtgﬁ";‘;’;ﬁ,‘"$O,§‘§LS'L§;° BE |sLaB cRoss-SECTIONAL AREA
gﬁ?ng;Trof:‘R &'EN FOR OPEN RAIL = 42.15 SQ.FT.| go7T7oM LONGITUDINAL REINFORCING STEEL 1S TO BE FOR BARRIER RAIL = 42.20 SQ.FT.
. PARALLEL TO AND |}" CLEAR ABOVE BOTTOM OF SLAB.
REINFORCING STEEL IS TO BE SECURELY WIRED IN
PLACE AND ADEQUATELY SUPPORTED ON BAR CHAIRS
BEFORE CONCRETE IS POURED.
I.M. 451.01 REQUIREMENTS SHALL APPLY FOR BAR CHAIRS.
[«<— & aBuT. BRG. [—ePER & PR t<—§ ABUT. BRG. POSITION OF SLAB
24-6 31-0 246 IMMEDIATELY AFTER TOP OF SLAB
3| 1.3 FALSEWORK IS REMOVED AS FORMED
I -0 20 25'-0 ) 3-3 - l<§ ABUT. BRG. *i;o"uf"‘m
8al 1 a2 | 8a3 e 7] - ' € BRIDGE
22-9 L33 246 337 22'-9 = /( — ; ‘ i
Ta4 [ a5 R 704 LINE B|_BOTTOM T inaL Graoe L ——
3-3 ) 25'-0 2'-0, 18"-0 OF SLAB 4 SPA.@ 6'-13 = 24-6 | 2 sPA.@ 79
8a3 [ 8a2 [ 8al LINE € =156
70 13 14-6 5-0 = FORM CAMBER DIAGRAM
6bl | 9b2 | 9b3 LINE 2] THIS DIAGRAM SHOWS THE FORM CAMBER REQUIRED TO COMPENSATE
W3 100 100 -3 FOR THE ANTICIPATED ULTIMATE DEAD LOAD DEFLECTION. THE ABOVE
i f | 2'-8 MIN.

‘ 5~ DIMENSIONS DO NOT INCLUDE ANY ALLOWANCE FOR FORM DEFLECTION
LINE B

8bS5 OR FALSEWORK SETTLEMENT.

| _ToP
OF SLAB
-3 17"-0

6bl

e

LINE C

l4-0
L1 32 MIN. [‘—’
106 LAP TYP. 747 706

LINED| gotToM

C)IOWAM Highway Division

20-6 Lo 25'-6 2-9 | 20'-6 |_OF SLAB &

8a8 N — 8a9 ! 8ab LINE €| RaE " § STANDARD DESIGN - 30' ROADWAY, 3 SPAN BRIDGES
iDL : olk " CONTINUQUS CONCRETE

N = - 2 [\ SLAB BRIDGES

e W T CHIR o, s

. -0 7-0 — 2
ey, e e g| e . g SUPERSTRUCTURE DETAILS | 1=\ 04E-06
PLACEMENT FOR LONGITUDINAL REINFORCEMENT 3 EPQXY COATED REINFORCING

REVISED 07-2016: DATE ON SHEET CHANGED TO CORRECT CLERICAL ERROR.

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE.
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BILL OF REINFORCING STEEL

TRUCTURE - 80’ BRIDGE

FOR SUPERS
>

BENT BAR DETAILS

%3 -102

%

6bl, 9b3,
6b4, 6b8, AND 8b10

2'-6 0° SKEW

2-7 | 15° SKEW 6 . .8
o 22103 |30° SKEW 1
& 365 |45° SKEW I
D=4}"| 7 2'-8
8h2 = 5N
6e3

y- L SKEW
r/ﬁ'\ ANGLE
e (TYP)

4,

10§ !

D=3} 2
2'-0 ‘

3-94 |

5

5n3

NOTE: ALL DIMENSIONS ARE OUT TO OUT. D = PIN DIAMETER.

31-0% 15° SKEW

34-73% 30° SKEW

42'-5} 45° SKEW
8e2

150 30° 750
LOCATION SKEW [Srpe B | o [LENGTHWETGHT] o [LENGTHWETGHT| o [LENGTHWETGHT] 0. [LENGTHRETGAT
SLAB_LONGITUDINAL BOTTOM 8al | 39 | 183 | 1901 | 39 [18-3 [ 1901 | 39 | (831801 | 39 [ 1&"-3 [ I901
SLAB_LONGITUDINAL BOTTOM — | 802 | 39 [27-0 [ 2812 | 39 |27-0 [ 2812 | 39 | 2v-0| 2812 | 39 |27-0] 2812
LAB_LONGITUDINAL BOTTOM —— | 8a3 | 39 [28-0 | 2916 | 39 [28-0 | 2916 | 39 | 28-0] 2016 | 39 |28-0] 2916
LAB_LONGITUDINAL BOTTOM —— | 7oa | 40 _[23-0 | 1881 | 40 |25-0 | 1881 | 40 | 23-0 1881 | 40 | 25-0] s8I
LAB_LONGITLDINAL BOTTOM —— | 705 | 20 |2a-6 [ 1002 | 20 |246 | 1002 | 20 | 246 | 1002 | 20 | 246 | 1002
LAB_LONGITUDINAL BOTTOM, AT RAIL | ——— | 7a6 | 8 [20-9 [ 411 | 8 [|28-9 | 471 | 8 [28-9] a1t | 8 |28-9] 41
SLAB_LONGITUDINAL BOTTOM, AT RAIL | —— | 7a7 | 4 [29-4 | 240 | 4 |29-4 | 240 | 4 [29-4] 240 | a | 29-4 240
SLAB_LONGITUDINAL BOTTOM, AT RAIL | —— | 8a8 | 8 [20-9 | 444 | 8 |20-9 | 444 | 8 [20-9] 444 | 8 | 209 444
SLAB_LONGITUDINAL BOTTOM, AT RAIL | —— | 8a9 | 4 [25-6 | 273 | 4 |25-6 | 273 | 4 | 25-6| 213 | 4 |25-6] 213
SLAB_LONGITUDINAL TOP — 1 [ ebr | 39 [196 [ 1143 | 39 [19-6 | 1143 | 39 [ 196 1143 | 39 | 196 1143
SLAB_LONGITUDINAL TOP — | b2 | 39 |21-9 | 2885 | 39 [21-9 | 2885 | 39 | 21-9 | 2885 | 39 | 21'-9 | 2885
SLAB_LONGITUDINAL TOP —1 | b3 | 39 [32-0 | 4244 | 39 [32-0 | 4244 | 39 | 32-0 | 4244 | 39 | 32-0] 4244
SLAB_LONGITLDINAL TOP — | eba | 40 |76 | 450 | 40 | 76 | 451 | 40 | 76 | 451 | 40 | 76 | 45I
LAB_LONGITUDINAL TOP —— | ebs | 40 [e1-3 2210 | 40 [2I-3 | 2zr0 | 40 | 21-3 | 2210 | 40 | 213 | z2r0
LAB_LONGITUDINAL TOP — | b6 | 20 [16-4 | 491 | 20 [ie=4 | 491 | 20 | 16-4| 431 | 20 | 164 | 4oi
LAB_LONGITUDINAL TOP, AT RAIL —1 | ebs 256 | 307 | 8 |256 | 307 | B | 2576 307 | 8 | 25-6] 307
LAB_LONGITUDINAL TOP, AT RAIL —— | oo 236 | 640 | 8 [256 | 640 | 8 |23-6] 640 | 8 | 236 640
LAB_LONGITUDINAL TOP, AT RAIL — 1 [8bi0 34-0 | 727 | 8 [34-0 | 721 | 8 [34-0| 721 | 8 |34-0] 721
LAB_TRANSVERSE, BOTTOM —— | 6cl | 71 _[3z-10[ 3198 | 77 _|34-0 | 3933 | 64 |[32-10] 3157 | 50 |32°-10] 24
LAB_TRANSVERSE_ENDS, BOTTOM — sz | - | - - - - - | 30 |VARIES| 797 | 56 |VARIES| 14
LAB_TRANSVERSE, TOP —— | 5di | 71_[3z-10| 2637 | 77 _|34-0 | 2731 | 64 [32-10] 2192 | 50 [32"-10] I7
LAB_TRANSVERSE ENDS, TOP —— | sae | - | - - - - - | 30 |VARIES[ 553 | 56 |VARIES] I0:
LAB, TRANSVERSE_AT_ABUTMENT —— | el | 18 |3z-i0| 1578 | - - - |- - | - - - -
LAB, TRANSVERSE_AT_ABUTMENT ——— ez | - | - - |8 [33-ni 1631 | 18 | 3761803 | 18 | 45-4] 2179
LAB, HAIRPINS, AT_ABUTMENT 1 | 6e3 | 72 [ 5-0 |54l | 72 | 5-1 | 550 | 12 | 55 | 586 | 72 | 61 | 658
LAB, DIAGONALS, AT_ABUTMENT —— [ eea | 72 [5-11 [ 640 | 72 [5-11 | 640 | 72 [5-11 | 640 | 72 [ 5-11 | 640
PIER_CAP_HOOPS L | shi | 48 [7-1 [ 355 | 48 | 7-1 | 355 | 60 | 7-1 | 444 | 72 | v-1 | 532
PIER_CAP_ENDS — | 8nz | 4 [ia-5] 154 | 4 [14-5 | 154 | 4 | 14-5] 154 | 4 | 14-5] i54
PIER_CAP, BOTTOM LONGITUDINAL — | en3 | 8 [29-10] 638 | 8 [30-11 | 66l | 8 |34-5| 736 | 8 | 42-2] 901
PIER_CAP, TOP_LONGITUDINAL —— [ ena | 4 [3z-10] 350 | 4 [34-0 | 364 | 4 [37-11] 405 | 4 [ 466 497
=] TOP_OF SLAB, TRANSVERSE, AT RAIL | —— | 5Ji | 152 | 86 | 1348 | 152 | 86 | 348 | 152 | &6 | 1348 | 150 | 8'-6 | 1330
S| WING, VERTICAL — | 5mi | 40 |45 | i85 | 40 | 45 | 185 | 40 | 45 | 185 | 40 | 4-5 | i85
«glwmc, HORIZONTAL BACK FACE —— ['5nl | 24 [e-8 | 167 | 24 [6-8 | 167 | 24 | 6-8 | 167 | 24 | 68 | le7
S]WING, HORIZONTAL TRAFFIC_FACE —— | 5n3 | 24 |69 | 169 | 2a [6-9 | 169 | 24 | 69 | 169 | 24 | 6-9 | 169
2% PAVING BLOCK LIFTING HOOPS |5z [ 10 [z-i0 [ 30 | 10 _|z-i0 ] 30 | 10 _[2-i0] 30 | 10 | 2-i0] 30
3
SUB TOTAL - LBs. 37,669 38,016 38,464 39,231
BARRIER RAIL - SEE LIST ON RAIL SHEET J30-41-06 5464 5464 5464 5464
OPEN RAIL - SEE LIST ON RAIL SHEET J30-44-06 759 5799 5799 5739
TTH
TOTAL - LS. [T HiTeyn 43,153 43,480 43,928 44,701
PIER CAP PEN RAIL 43,488 43,815 44,263 45,036
TOTAL - LS. g‘:’ég”g}‘;?"”"'c BARRIER RAIL 41,655 41,946 42,189 42,617
SAME AS ABOVE EXCEPT ALL *h* BARS DELETED | OPEN RAIL 41,990 42,281 42,524 42,952

*X BARS MAY BE NON-COATED AT CONTRACTOR’S

OPTION.

ESTIMATED QUANTITIES FOR SUPERSTRUCTURE - 80’ BRIDGE

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE. CHANGED PAVING BLOCK LIFTING HOOP BAR

g
g
£
o
w
=z
o
3
)
2
2
[=}
&
2
¢
:
x
3
x
2
x
= WITH MONOLITHIC PIER CAP WITH NON-MONOLITHIC PIER CAP
2 ITEM SKEW 0° 15° 30° 45° 0° 15° 30° 45°
SoHfwitH [XSTRUCTURAL CONCRETE (BRIDGE) C.Y. | 152.0 152.8 155.6 161.6 147.4 148.0 150.4 155.3
£ | BARRIER RAIL [REINFORCING STEEL EPOXY COATED LBS. | 43,153 | 43,480 | 43,928 | 44,701 | 41,655 | 41,946 | 42,189 | 42,617
; CONCRETE BARRIER OR OPEN RAIL LIN.FT.] 182.0 182.2 182.9 184.5 182.0 182.2 182.3 184.5
= WITH [XSTRUCTURAL CONCRETE (BRIDGE) C.Y. 151.8 152.6 155.5 161.5 147.2 147.8 150.2 155.1
153 OPEN RAIL REINFORCING STEEL EPOXY COATED LBS. | 43,488 | 43,815 | 44,263 | 45,036 ] 41,990 | 42,281 | 42,524 | 42,952 . L
Y ull % INCLUDES 4 WINGS @ 0.68 C.Y.EACH AND 2 TEMPORARY PAVING BLOCKS; EXCLUDES RAIL CONCRETE. 5 IOWAmT Highway Division
w
o z
= % STANDARD DESIGN - 30’ ROADWAY, 3 SPAN BRIDGES
g
& off 1IN CONTINUQUS CONCRETE
z gk Iz
9 S
& | Nz SLAB BRIDGES
& 3la > NOVEMBER, 2006
o~
;
< = | WN§| SUPERSTRUCTURE DETAILS
; i 80'-0 BRIDGE J30-05E-06
3
2 SEQXC COATED REINEOROING
s |
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REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE. REVISED SUPERSTRUCTURE NOTES TO STATE; “SLAB FALSEWORK SHALL BE REMOVED PRIOR TO CONSTRUCTION OF THE BARRIER RAILS,

REVISED 06-2012: I.M. REQUIREMENT ADDED TO BAR CHAIR NOTE.

LNLESS SI AR _CONSTRUCTION IS STAGED.” CHANGED PAVING BLOCK LIFTING HOOP BAR MARK, (WAS 5x1).

END TO END OF BARRIER RAIL construcion - SUPERSTRUCTURE NOTES:
70 50 BARS @ 1'-0 CTR. BE ROUGHENED  THIS BRIDGE IS DESIGNED FOR HL-93 LOADING PLUS AN ALLOWANCE
FOR DETAILS OF RAIL AND CONCRETE OF 20 POUNDS PER SQUARE FOOT OF ROADWAY FOR FUTURE WEARING
. RAIL REINFORCING SEE
5J1 BARS @ I'-0 CTR. . SURFACE.
STANDARD BARRIER RAIL SHEET.— A A505-10
© f
SN ok s 22:: 2441 THE SLAB AS SHOWN INCLUDES A } INCH INTEGRAL WEARING SURFACE.
=36 - 5ml
6 (TYP.) Y EL THE MINIMUM CLEAR DISTANCE FROM FACE OF CONCRETE TO NEAR
Z1E s —5n3 S |2 REINFORCING BAR SHALL BE 2 INCHES LNLESS OTHERWISE NOTED
o a6 | s6c @ s OR SHOWN. ALL REINFORCING STEEL IS TO BE SECURELY WIRED
B ==} I ] i) I8 IN PLACE. SEE "BAR CHAIR NOTE".
= T 3 =
: . Rl ~ ;f L3¢ PvC
ég e ~gh ki N IR 14 7| gl SR ey ALL REINFORCING SHALL BE GRADE 60.
iz L
N o o ces [ I‘\ S, Q ~ 5ml THE CONCRETE SLAB IS TO BE PLACED WITH A MINIMUM OF
o © \ 6c BARS @ — 3 FILLET o) @ 2} cL. CONSTRUCTION JOINTS. PROCEDURES FOR PLACING SLAB
i — AN_ 1-0 CTR. ! shi 6t1 Sis CONCRETE SHALL BE SUBMITTED FOR APPROVAL TOGETHER
~ 6t1 DOWELS ! wonoLitHic / WITH A STATEMENT OF THE PROPOSED METHOD AND EVIDENCE
dl< 8r | CAP | ! gl THAT THE CONTRACTOR POSSESSES THE NECESSARY EQUIPMENT
] \ - AND FACILITIES TO ACCOMPLISH THE REQUIRED RESULT. SLAB
o~ eml I I &ml o~
5ml | | | | 5mi & NOTEs SEE END SECTION DETAILS IN FALSEWORK SHALL BE REMOVED PRIOR TO CONSTRUCTION OF THE
T ‘ i i | THESE PLANS FOR DETAILS OF BARRIER BARRIER RAILS, UNLESS SLAB CONSTRUCTION IS STAGED.
< BIPE (TYP.) — | | KA - RAIL END SECTION. REINFORCING BARS
i " 7~ Lsn3 (TRAFFIC FACE) 63, 6c4, 50510, 6d2 & 4t ARE INCLLDED
Lsn3 (TRAFFIC FACE) | > [ | ssife_2-10_| Sni (BACK FACE)  IN THE SUPERSTRUCTURE QUANTITIES. NOTE THAT WHEN PORTLAND CEMENT APPROACH PAVEMENT IS PLAGED,
5nl (BACK FACE ) | § ABUT.BRG.- € PIER ' G- PIERS ! § ABUT.BRG.- § PIER 5n EMBED. COMPRESSIBLE JOINT MATERIAL MUST BE USED BETWEEN PAVEMENT
\ ‘ ‘ \ NOTE: 5ml, 5nl & 5n3 BARS ARE INCLUDED AND END OF BRIDGE.
NOTE: PLUG 3" PVC PIPE ! €- ABUTMENT BEARINGS | IN SUPERSTRUCTURE BAR LIST. 5c, 6c, 6d
WITH EXPANDING FOAM PRIOR I & 411 BARS ARE INCLUDED IN BAFRIER COST OF FURNISHING AND PLACING 3"¢ PVC PIPE IN EACH WING IS
INCLUDED IN THE PRICE BID FOR STRUCTURAL CONCRETE.
T BACKFILLING beND PART LONGITUDINAL SECTION NEAR GUTTER LINE L
-0 END SECTION 7'-0 END SECTION SEE DETAIL A — o7 3 {op SLAB AT BAR CHAIR NOTE:
- ~ l«— F.F. ABUT. ~ ~ 5 |l<— F.F. ABUT. *TEMPORARY 4 ROADWAY TOP MAT OF REINFORCING STEEL IS TO BE SUPPORTED BY INDIVIDUAL
END OF 40 AL END OF 40 68, 163 PAVING BLOCK 8e Vy rBedy 5d K 6C BAR CHAIRS SPACED AT NOT MORE THAN 3'-0 CENTERS LONGITUDINALLY
‘ ‘ [<—END OF BARRIER «— END OF BARRIER _ T * ' AND TRANSVERSELY. THE BOTTOM MAT OF REINFORCING STEEL IS TO
WING —> 6 SPA.e 5} 5 SPA.e 6 WING —> 6 SPA.e 5} 5 SPA.e 6 <} |
hapod Zong  2e7} | 43 RAIL END SECTION o Zong 207} || 44 RAIL END SECTION z BE SUPPORTED BY INDIVIDUAL BAR CHAIRS SPACED AT NOT MORE THAN
EN I AN o L s =2e7h | =2v6 2e =y 5217 3/-0 CENTERS LONGITUDINALLY AND TRANSVERSELY, OR BY CONTINUOLS
6c3 & Bcd | 64 BARS 6c3 & 6cd | 6c4 BARS [T == ROWS OF BAR HIGH CHAIRS OR SLAB BOLSTERS SPACED 4'-O APART.
BARS BARS [ | = 1.M. 451.01 REQUIREMENTS SHALL APPLY FOR BAR CHAIRS, BAR HIGH
3 e 62074 505 - 5¢10 3 @ 6[2eTH 55 - 5¢10 XLINE NOTCH ? < — CHAIRS, AND SLAB BOLSTERS.
5n1 5n1 WITH TAR PAPER &
BEFORE PLACING 6e3
65477A5"“ 65‘4 7\ ‘ 65477A5ml Gc«‘i 7\ H TEMPORARY 612 ¢ b SLAB BAR
(R | (RS e PAVING BLOCK @ (=R SEE DETAIL A [ ]
g g \ \ S === XTEMPORARY - P i
" oo o — ~ i 2 AT RAIL
,L — = | - PAVING BLOCK o Be ™, r694E 5d 6c
5n3 5n3 SPIRAL AT TOP OF —— == = N + vQ |
10| 20 |1=o|1-1 ‘ 10| 2-0 EACH PILE. 7 TURNS e s 4 e =
I | OF #2 BAR, 21" DIA, b DETAIL A X
-6 | 16 | gﬂpmcu,{mr 16 | I"6 ER
! -Lgxgx T == =
b i SPACERS PUNCHED 30 *'v-l'#ﬁ #%%APER 1
o o TO HOLD SPIRAL:
PART PLAN 0% SKEW PART PLAN 15 SKEW SECTION NORMAL BEFORE PLACING
o
(RAILING NOT SHOWN) (RAILING NOT SHOWN ) TO ABUTMENT AT PavING BLOCK  + |
el
(BRIDGE LENGTHS 70'-110) |
7-0 END SECTION 7'-0 END SECTION
) Vel .
| SEE DETAIL A 4 SPIRAL AT TOP OF
4-0 1-8f_, 1*-8f [<FF. ABUT. 4-0 2o} | 21} <R ABUT. N ¢ Ronomar b SLAB  EACH PILE. 7 TURNs 3" CL. || | 8
END OF i i \ END OF i i ‘ * TEMPORARY =1 R OF #2 BAR, 21" DIA i
WING —>| 6 SPA.@ 5} 5 SPA.@ 6 7, END, OF BARRIER | WING —> 6 SPA.© 5 5 SPA.c 6 < END OF BARRIER PAVING BLOCK 8o Ty rbedy SdA 6o 3* PITCH, W’ITH " 16 | 16
3 =2-7) | =2-6 _ 2T} | 4} 3 =2-7) | =2-6 _ 2el} | 4} S o< 3-L)x >
ec3 & 804’ |"6c4 BARS ‘ 6c3 & &cd”|"6ca BARS ‘ oy sz7 : —a sus SPAGERS PUNGHED -0
L — TO HOLD SPIRAL
o
3067207 505 - 5010 306207} 505 - 5010 £l 1’[ SECTION NORMAL TO
Sni ‘ ‘ Snl ‘ ‘ XLINENOTCH - © < B ABUTMENT AT GUTTERLINE
64 sml 6c4 6cd 5ml 6c4
© ﬁﬂ " T\ < ﬁﬂ 8 T\ BEFORE PLACING 6e3” [] .
e i / ‘ Hee TEMPORARY st2—T e
e i . SR , o8 IOWADOT #sivoy owisin
& = 7 7 " = o
welwt Lons Lons . & g
] 2 STANDARD DESIGN - 30' ROADWAY, 3 SPAN BRIDGES
1-0| 2-0 1-0| 2-0 SPIRAL AT TOP OF
EACH PILE. 7 TURNS &,L k& g§ w CONTINUQUS CONCRETE
OF #2 BAR, 21" DIA, S I3
3 PITCH, WITH -6 | 16 B = SLAB BRIDGES
gPXc‘E}Rg iﬁué:usn 30 °E & o e
o ) 2
PART PLAN 30% SKEW PART PLAN 45 , SKEW To HoL SPIRL—"SECTION NORMAL : 2| SUPERSTRUCTURE DETAILS
(RAILING NOT SHOWN ) (RAILING NOT SHOWN ALL BRIDGES J30-20-06
TO ABUTMENT AT ¢ =
NOTE: REINFORCING LAYOUT IN PART PLANS 0°, 15°,30° & 45° SKEWS ARE FOR BARRIER RAIL ONLY. SEE SHEET J30-43-06 FOR OPEN RAIL. (BRIDGE LENGTHS 120°~150" ) B
7 7
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70/ BRIDGE2'-Q| 66 SPA.@ 1'-0 = 66'-0 ; 67-6c| (BOTTOM SLAB) & 67-5dI (TOP SLAB) 120
80° BRIDGE _2'-0,| 16 SPA.@ I'-0 = 76'-0 ; T7-6cl (BOTTOM SLAB)& 77-5dI (TOP_SLAB) 1 2'-0
T
90/ BRIDGE_2'-0 86 SPA.@ I'-0 = B6'-0 ; 87-6¢| (BOTTOM SLAB) & 87-5dl (TOP SLAB) 1270
100" BRIDGE_2'-0) | 96 SPA.@ I'-0 = 96'-0 ; 97-6c| (BOTTOM SLAB)& 97-5dI ( TOP SLAB) | 2-0
110” BRIDGE _2'-0,| 106 SPA.@ I-0 = 106'-0 ; 107-6cI (BOTTOM SLAB) & 107-5dI ( TOP_SLAB) 2-0
120 BRIDGE_2'-0,| 116 SPA.@ 1-0 = 116'-0 ; 117-6¢l (BOTTOM SLAB) & 117-5dll (TOP SLAB) 2-0
|
130 BRIDGE_ 2-0_1 126 SPA. @ 1'-0 = I26'-0 ; 127-6c| (BOTTOM SLAB) & 127-5dI ( TOP SLAB) 2-0
140/ BRIDGE_2'-0| 136 _SPA. @ 1'-0 = I36'-0 ; I37-6c| (BOTTOM SLAB) & I37-5dI (TOP SLAB) 2-0
150 BRIDGE_2'-0 | 146 SPA. @ 1'-0 = 146'-0 ; 147-6c| (BOTTOM SLAB) & 147-5dI (TOP SLAB) 2-0
i I
| DETAIL A |
J |
i -y ‘
1 [ " i
@ ) ,"! ~—sJI [ J S —
< ~ ) |
2.0 8el i ‘ < gel
) x| & PERMISSIBLE TRANSVERSE [ H
°l5® ¢ | CONSTRUCTION JOINTS \ 0540
o - I
=14 I I
ol e L S 11 ov e — 1= L i
2l o = I 6cl & 5dI i | i
| 3 5z \ (26-10) | |
5. 32 | w i
° J 2 | 51 BARS CENTERED | i
R Sy i
By ! | BOTH GUTTERS ) } i 5J1
|
; T
T| ¢ asuT.BRG. — > € ABUT. BRG. —>|
-6, |26 (TYP)
70’ BRIDGE 28-0 28'-0
80 BRIDGE 32'-0 32'-0
90" BRIDGE 36'-0 36'-0
100 BRIDGE 40-0 40'-0
110° BRIDGE 44-0 44'-0
120’ BRIDGE 48-0 48'-0
130 BRIDGE 52'-0 52'-0
140’ BRIDGE 56'-0 56'-0
150 BRIDGE 60"-0 60"-0
OUT TO OUT OF SLAB = G- ABUTMENT BEARINGS + 3'-0
(<]
0 SKEW
1=l 1-0 l
PAVING r—v
NOTCH
10-0 5'-6 (TYP.) - . e
80'-0 5-6 (TYP.) LIMITS OF CONCRETE SEALER T 4 | T
90-0 6'6 (TYP.) APPLIED TO BOTTOM OF SLAB. = < T =
100-0_| | 6'-6 (TYP.) -
110'-0 7-6 (TYP.) Nﬁ
1200, | 7'-6 (T¥P.) 1 DEPRESSION [{~ |~ =~~~ o
130°-0. 8-6 (TYP.) IN THE SLAB
140-0"] [<8'=6 (TYP.) CONCRETE AT
150-0"| |86 (TYP.) DRAIN
& | - @ N
I
& RoADWAY N DETAIL A .
- N ‘
| = 3} 4 STEEL
z > PLATE
€ PIERS —>————> A=r-r------ &\ (WELDED )
FLOOR DRAIN LOCATION g
ol < w5
Noralu x 8" OUTSIDE DIMENSION ROLLED TUBE ey -
WITH 4" WALL THICKNESS MAY BE SUBSTITUTED - =
FOR THE WELDED DRAIN SHOWN. PART PLAN LI x 1} x § x 03 p— { g
WELDED TO BOTH SIDES =

FLOOR DRAIN DETAILS

(USE FOR BARRIER RAIL ONLY, NOT REQUIRED FOR OPEN RAIL)

NOTE: DRAINS ARE TO BE GALVANIZED. INCLUDE COST OF DRAINS
IN PRICE BID FOR "STRUCTURAL CONCRETE". 4 DRAINS REQUIRED.

33'-2 OUT TO OUT OF SLAB

1-34

OF DRAIN WITH 2-4"¢
HOLES IN EACH OUTSTANDING
LEG FOR NAILING TO FORMS

CONCRETE SEALER LIMITS

SECTION A-A

70 BRIDGE _ 2-0, 66 SPA.@ 1'-0 = 66'-0 ;67-6cl (BOTTOM SLAB) & 67-5dI ( TOP SLAB) 2-0
80 BRIDGE _2'-0 76 SPA.@ I-0 = 76'-0 ; 77-6c| (BOTTOM SLAB) & 77-5dI ( TOP SLAB) 2'-0
90’ BRIDGE _ 2'-0, 86 SPA.@ I-0 = B6'-0 ;87-6c| (BOTTOM SLAB) & 87-5dI ( TOP SLAB) 2'-0
100’ BRIDGE _ 2'-0 96 SPA.@ I-0 = 96'-0 ;97-6c| (BOTTOM SLAB) & 97-5dI (TOP SLAB) 2-0
110’ BRIDGE _ 2'-0, 106 SPA.@ 1’-0 = 106’-0 ; 107-6¢| (BOTTOM SLAB) & 107-5dI (TOP SLAB) 2-0
120’ BRIDGE _ 2'-0, 116 SPA. @ 1-0 = 116'-0 ; 117-6¢| (BOTTOM SLAB) & 117-5dI ( TOP SLAB) 2'-0
130’ BRIDGE__2'-0, 126 SPA.@ 1'-0 = 126'-0 ; [27-6c| (BOTTOM SLAB) & 127-5dI (TOP SLAB) 2'-0
140’ BRIDGE _ 2'-0, 136 SPA.@ 1'-0 = 136'-0 ; I37-6¢| (BOTTOM SLAB) & 137-5dI ( TOP SLAB) 2'-0
150’ BRIDGE _ 2'-0 146 SPA. @ 1'-0 = 146'-0 ; 147-6c| (BOTTOM SLAB) & 147-5dI ( TOP SLAB) 2'-0
=~ € ABUT. BRG.»\\
=| DETAIL B—y—-+,
E
Iy
o ) J1 \ \ sjl \
AW PERMISSIBLE TRANSVERSE. \ )
CONSTRUCTION JOINTS |
3 SR\ \ | 6cl & 5di \
> & C
32 ¥ \ \ (34-0) \\
8 |z \ \ \ \
o I-&F-—r—\Weih-—————— J— . VM J—
i =) 6cl & 5di a \
ol 3 = (34-0) \ \ \ o2
I 3 |1s° \ \ )
© g 5j1 BARS CENTERED \ \ \
e BETWEEN TOP SLAB \ \ \
o 5d| B YP \ \
Y | BOTH GUTTERS ) \ 51 \
gl — !
T 404 € ABUT. BRG. —>,
- I'-Gs
70’ BRIDGE 28"-0% 17'-0 28'-0%
80’ BRIDGE. 32/-0% 19'-0 32-0§
90’ BRIDGE. 36'-03 21'-0 36"-03
100 BRIDGE 40'-0§ 23'-0 40°-0§
110" BRIDGE 44'-03 25'-0 44'-03
120 BRIDGE 48'-03 27-0 48'-03
130’ BRIDGE 52'-0§ 29-0 52'-0%
140’ BRIDGE 56'-03 31-0 56-03
150’ BRIDGE 60°-03 33-0 60’-038
OUT TO OUT OF SLAB = § - € ABUTMENT BEARINGS + 3'-1}

TRANSVERSE REINFORCING STEEL LAYOUT

HEADER DRILLED FOR

R
N
2

EINFORCING BARS
OMINAL BEVELED
X 6 KEYWAY

TRANSVERSE
CONSTRUCTION JOINT

I5° SKEW

TEMPORARY
PAVING BLOCK

SKEW LENGTH |CONCRETE
0° 8'-0 0.7 C.Y.
15° 9'-0 0.7 C.Y.

SEE TABLE

5 EQUAL SPACES

— 5z CENTERED IN SECTION

L=l -1 --1--1--1

TEMPORARY PAVING BLOCK DETAIL

NOTE: TEMPORARY PAVING BLOCK TO BE USED WITH PAVED APPROACHES ONLY.
LINE NOTCH WITH TAR PAPER BEFORE PLACING TEMPORARY PAVING BLOCK.

5

WEIGHT OF ONE FLOOR DRAIN

DRAIN
MORE THAN

09-2020

3
«n
w
z
<
S
I
=
@
<
=
I}

SPAN IWEIGHT, LBS{ SPAN IVIEIGHT, LBS
70°-0 32 120’-0 41
80’-0 33 130’-0 43
90'-0 35 140’-0 45
100-0 31 150’-0 48
110°-0 39

LATEST REVISION DATE

QIOWAM Highway Division

STANDARD DESIGN - 30’ ROADWAY, 3 SPAN BRIDGES

SLAB BRIDGES

NOVEMBER, 2006

CONTINUQUS CONCRETE

OVED BY BRIDGE ENGINEER

SUPERSTRUCTURE DETAILS
ALL BRIDGES

90 b ze QN

J30-21-06

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE. CHANGED PAVING BLOCK LIFTING HOOP BAR MARK, (NAS 5x1).

REVISED 07-2009: CHANGED THE DRAIN ANGLES DETAILS ON SECTION A-A.

12/31/2020  10:5!
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wr/ii. ROADWAY  GUTTER LINE—|

15’-0

GUTTER LINE
-1 15’-0
\

70-0, 80'-0, 90’-0,

100’-0 &

110’-0 BRIDGES

140’0 & 150’-0 BRIDGES

STEEL PILING

PILE PLAN - I5° SKEW

XLINI

WITH TAR PAPER

E NOTCH

30'-0 ROADWAY

BEFORE PLACING
TEMPORARY

PAVING BLOCK

SPIRAL AT TOP OF

EACH PILE. T TURNS
OF #2 BAR, 21" DIA,,

3" PITCH, WITH

3 -Legxgx
SPACERS PUNCHED
TO HOLD SPIRAL:

1=l ; b SLAB BAR 7 15"-0 15"-0 :“_"-7—‘
SEE DETAIL A 3 TOP SLAB AT
! Is] le
X TEMPORARY EN KQ ROADWAY & RoADWAY b SLAB BAR
o~
PAVING BLOCK ~ | £ _t8e Ty réedy 5d e | BOTTOM OF SLAB 6e4 & 611
- ,L - 5 612 NOT SHOWN
iy sir> I3 L FOR CLARITY.
o i — o
Tl ™ M T5 ¥
[P | | =—————— T F - T T T T T T T anetrieT N - ——
Q< CONSTRUCTION
o o _ . J/ JoINT | .
6e3 B > T
p e e rn
° sfz/ =L i W 0 qu e
I =2 S , Ll V]
(- e t
b = | | SPIRAL AT TOP OF EACH PILE. 8r2 I I Ssl
3 cL L/ g 2|« 7 TURNS OF #2 BAR 21" DIAMETER,
= o 2l 3" PITCH WITH 3-Ixix4 SPACERS NOTE: THE BOTTOM OF FOOTING IS TO
6 | s |z PUNCHED TO HOLD SPIRAL. BE SLOPED TO COMPENSATE FOR GRADE
| ale ON THIS SKEWED ABUTMENT. THEREFORE
30 5|3 REAR ELEVATION BOTTOM OF FOOTING ELEVATIONS WILL
o BE REQUIRED AT EACH EXTERIOR PILE.
SECTION NORMAL i

. . b SLAB BAR
see DETAIL A —d7) g TOP SLAB
* TEMPORARY 2o AT RAIL
PAVING BLOCK . 8e Ny 6ed 5d x 6c
ERCERY ; =5
SN Nl A,
. | A
g of e |
XLINE NOTCH o3 — &F1 =
WITH TAR PAPER r
BEFORE PLACING 6121 —t Fe Toa®
TEMPORARY I (=B ==l -
PAVING BLOCK [ 8l
(I -y Plu @
PN WS — T
SPIRAL AT TOP OF o 5.
EACH PILE. 7 TURNS &,L J—lLJ T s K
OF #2 BAR, 21" DIA,, N
3" PITCH, WITH 16 | 16
SLExEx o
SPACERS PUNCHED 3-0

TO HOLD SPIRAL

DETAIL A

g

NUMBER OF PILES AND ABUTMENT DESIGN LOADS

BRIDGE LENGTH 70°-0 | 80’-0 | 90’-0 | 100'-0 | 110°-0 | 120°-0 | 130°-0 | 140°-0 | 150°-0
PILING - NUMBER 5 5 5 5 5 6 6 T 1
PU, STRENGTH | DESIGN LOAD - KIPS | 38! 406 429 460 489 522 555 A650 | A688

A INCLUDES DYNAMIC LOAD ALLOWANCE
NOTE: PU, STRENGTH | DESIGN LOAD (KIPS) IS NOT THE VALUE USED IN THE FIELD FOR DRIVING PILES.

SECTION NORMAL TO
ABUTMENT AT GUTTERLINE

ABUTMENT NOTES:

ALL PILING HP 10x42.

THE CONCRETE AND REINFORCING STEEL FOR THE WINGS IS INCLUDED
WITH THE SUPERSTRUCTURE.

DETAILS ON THIS SHEET ARE TO BE USED ONLY WHEN ABUTMENTS ARE
PLACED ON STEEL PILES. IF ROCK IS ENCOUNTERED CLOSER THAN 12-0
BELOW ABUTMENT FOOTING, SPECIAL ANALYSIS MAY BE REQUIRED.

THE MINIMUM CLEAR DISTANCE FROM THE FACE OF THE CONCRETE TO NEAR
REINFORCING BAR IS TO BE 2 INCHES UNLESS OTHERWISE NOTED OR SHOWN.

STEEL ABUTMENT PILES SHALL BE DRIVEN TO FULL PENETRATION IF
PRACTICABLE BUT IN NO CASE TO A BEARING VALUE LESS THAN SHOWN
IN DESIGN PLANS.

ALL REINFORCING STEEL IS TO BE GRADE 60.

ABUTMENT PILING WAS DESIGNED FOR HL-93 LOADING WITH AN ALLOWANCE
FOR 20 LBS.PER SQ.FT.FUTURE WEARING SURFACE.

PLAN VIEW

206

—6+| DOWELS,
€.
HAIRPINS

& 6ed
DIAGONALS
IN SLAB

NOTE: WING REINFORCING
AND RAIL NOT SHOWN.

6e3, 6e4, AND Be2 ARE INCLUDED
WITH SUPERSTRUCTURE QUANTITIES.

09-2020

LATEST REVISION DATE

C)IOWAM Highway Division

STANDARD DESIGN - 30’ ROADWAY, 3 SPAN BRIDGES
CONTINUQUS CONCRETE
SLAB BRIDGES

NOVEMBER, 2006

OVED BY BRIDGE ENGINEER

ABUTMENT DETAILS
15° SKEW - STEEL PILING

J30-35-06

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE. CHANGED PAVING BLOCK LIFTING HOOP BAR MARK, (NAS 5x1).

REVISED 10-2013: REVISION FOR LRFD PILE DESIGN PU, STRENGTH LOADS IN TABLE.

—
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ESTIMATED QUANTITIES - ONE ABUT.- 0° SKEW

LOCATION JONTT) QUANTITY
BRIDGE_LENGTH 70'-0 | 80'-0 | 90'-0 ] 100'-0] 110'-0 | 120°-0 | 130'=0 | 140'-0 | 150"-0
STRUCTURAL CONCRETE (BRIDGE) | C.Y.| Il [IA] (1N ([N ] [IH] [IA] [IA] [IA]
REINFORCING STEEL LBS.| 1558 | 1558 | 1558 | 1568 | 1558 | 1581 | 1581 | 1519 | 1579
STEEL PILING HP_10x42 NO.| 5 5 5 5 5 6 6 7 7
PREBORE_HOLES FT.| - - - - - - - 70 70
ESTIMATED QUANTITIES - ONE ABUT.- I5° SKEW
LOCATION ToNTT QUANTITY
BRIDGE_LENGTH 70'-0 | 80'-0 | 90'-0 ] 100'-0] 110'-0 | 120'-0 | 130'=0 | 140'-0 | 150'-0
STRUCTURAL CONCRETE (BRIDGE) | C.Y.| I1.5 | 1.5 | 1.5 1.5 [ 1,5 | 1.5 | 1.5 | 11,5 | 1.5
REINFORCING STEEL LBS.| 1579 | 1579 | 1579 | 1579 | 1519 | 1602 | 1602 | 1600 | 1600
STEEL PILING HP_10x42 NO.| 5 5 5 5 5 6 6 7 7
PREBORE_HOLES FT.| - - - - - - - 10 70
ESTIMATED QUANTITIES - ONE ABUT.- 30° SKEW
LOCATION TONIT] UANT I TY
BRIDGE_LENGTH 70'-0 | 80'-0 | 90'-0 ] 100'-0 ] 110'-0 | 120°-0 | 130'=0 | 140'-0 | 150'-0
STRUCTURAL CONCRETE (BRIDGE) | C.Y-| 12.8 | 12.8 | 12.8 | 12.8 | 12.8 | 12.8 | 12.8 | 12.8 | 12.8
REINFORCING STEEL LBS.| 1729 | 1729 | 1729 | 1729 | 1729 | 1729 | 1729 | 1739 | 1139
STEEL PILING HP_10x42 NO.| 6 3 3 3 3 3 3 1 7
PREBORE_HOLES FT.| - - - - - - - 10 70
ESTIMATED QUANTITIES - ONE ABUT. - 45° SKEW
LOCATION TONIT] QUANTITY
BRIDGE_LENGTH 70'-0 | 80'-0 | 90'-0 120"~
STRUCTURAL CONCRETE (BRIDGE) |C.Y.| 15.1 15.7 15.7
REINFORCING STEEL LBS.| 2028 2028 2028
STEEL PILING HP_10x42 NO.| 7 7 7
PREBORE_HOLES FT.| - - - - - -
BENT BAR DETAILS
51, 2'-6
5s2|  2'-74 |15° SKEW
5s2|_2-113 | 30° SKEW
5s2| 3-9 | 459 SKEW
SKEW 6
_ ANGLE >
7 (TYP.) —
> D=6
31-03 15 SKEW | o
34-73 30° SKEW & ezl
42'-5) | 45° SKEW y f
612 8r2 58l & 582
NOTE: DIMENSIONS ARE OUT TO OUT. D = PIN DIAMETER.

NOTE: THE PILE SPIRALS AND SPIRAL SPACERS ARE TO BE NON-COATED REINFORCING BUT MAY BE EPOXY COATED AT THE CONTRACTORS OPTION AND EXPENSE.

GIOWADOT

way Division

09-2020

STANDARD DESIGN - 30’ ROADWAY, 3 SP,

AN BRIDGES

CONTINUQUS CONCRETE

SLAB BRIDGES

NOVEMBER, 2006

OVED BY BRIDGE ENGINEER

LATEST REVISION DATE

ABUTMENT DETAILS
STEEL PILING

J30-39-06

[=]
BILL OF REINFORCING STEEL - ONE ABUTMENT - O® SKEW
BRIDGE_LENGTH T0'-0 =0 100'-0 110-0 120'-0 130-0 140'-0 150'-0
MARK LOCATION [SHAPE]LENGTH| NO. [WEIGHT| NO. [WEIGHT| NO. [WEIGHT| NO. |WEIGHT| NO. [NEIGHT]| NO. [WEIGHT| NO. [WEIGHT| NO. |WEIGHT| NO. [WEIGHT|
8r1 |ABUTMENT FOOTING LONGITUDINAL —32-10[ 7 [ 614 [ 7 | 614 | 7| 614 | T |64 |7 |64 7614764761476l
55| [ABUTMENT FOOTING HOOPS T [ 11-0 [ 28 | 321 |28 | 321 |28 | 321 |28 321 |28 | 321 |29 | 333 |29 | 333 |28 | 321 |28 | 321
6T1 [FOOTING TO SLAB DOWELS —— [ 50|36 | 270 |36 | 270 |36 | 270 |36 | 270 |36 | 270 |36 | 270 |36 | 270 | 36 | 270 | 36 | 270
612 [FOOTING TO SLAB DOWELS — | 5-7 36| 302 |36 | 302 | 36| 302 | 36 | 302 | 36 | 302 | 36 | 302 |36 | 302 | 36 | 302 | 36 | 302
#2 |PILE SPIRAL 38-6| 5 | 32 | 5| 32 | 5| 32 | 5| 32 |5 32 | 6] 39 |6 | 39 [ 7| 45 |7 | 45
SPIRAL SPACERS - L § X § X | X 0.70 =10 [ 15 19 [ 15| 19 [15] 19 [15] 19 [ 15| 19 18] 23 [ 18] 23 |21 | 27 [2l | 21
REINFORCING STEEL - TOTAL (LBS.) 1558 1558 1558 1558 1558 1581 1581 1579 1579
o
BILL OF REINFORCING STEEL - ONE ABUTMENT - I5% SKEW
BRIDGE_LENGTH 70°-0 807-0 907-0 100"-0 110-0 120"-0 130"-0 140°-0 150-0
MARK LOCATION [SHAPE|LENGTH| NO. [WEIGHT]| NO. [WEIGHT| NO. [WEIGHT| NO. WEIGHT| NO. [WEIGHT| NO. [WEIGHT] NO. [WEIGHT| NO. |WEIGHT] NO. |WEIGHT]
8r2 [ABUTMENT FOOTING LONGITUDINAL |33 7 [ 634 | 7 | 634 | 7 | 634 | 7 | 634 | 7 | 634 | 7 | 634 | 7 | 634 | 7 | 634 | 7 | 634
5s|_|ABUTMENT FOOTING HOOPS T [ 11-0 |24 | 275 |24 | 275 |24 | 275 |24 | 275 |24 | 275 |25 | 287 |25 | 287 |24 | 215 | 24 | 275
562 |ABUTMENT FOOTING HOOPS T [ w=3a | a1 [ 4| 41 |4 | 4t [ 4 | a7 | 4 | 471 [ a | 41 |4 | 47 | 4 | a1 | 4 | 41
6t [FOOTING TO SLAB DOWELS —— | 5-0 36| 270 [36 | 270 |36 | 270 |36 | 270 | 36 | 270 |36 | 270 |36 | 270 | 36 | 270 | 36 | 270
6t2 [FOOTING TO SLAB DOWELS — | 5-7 |36 | 302 |36 | 302 |36 | 302 | 36| 302 |36 | 302 |36 | 302 |36 | 302 | 36 | 302 | 36 | 302
#2 |PILE SPIRAL 38-6| 5 | 32 |5 | 32 | 5| 32 | 5| 32 | 5| 32 | 6] 39 |6 | 39 | 7| 45 | 7| 45
SPIRAL SPACERS - L § X § X § X 0.70 =10 15 19 [ 15| 19 [ 5] 19 [15] 19 [ 15| 19 [18] 23 [ 18] 23 |2l | 21 |21 | 21
REINFORCING STEEL - TOTAL (LBS.) 1579 1579 1579 1579 1579 1602 1602 1600 1600
o
BILL OF REINFORCING S 309 SKE
BRIDGE_LENGTH 70'-0 -0 15
MARK LOCATION NO- [WEIGHT WEIGHT| NO-
r2 [ABUTMENT FOOTING LONGITUDINAL | 3r-6| 1 | 701 701 7
s|_|ABUTMENT FOOTING HOOPS T [ 11-0 [ 30 | 344 344 30
| 552 |[ABUTMENT FOOTING HOOPS T [1-i| 4 | so 50 4
+1_[FOOTING TO SLAB DOWELS — | 5-0 36| 210 270 36
612 [FOOTING TO SLAB DOWELS — | 57 | 36 | 302 302 36
#2 |PILE SPIRAL 38-6| 6 | 39 39 7
SPIRAL SPACERS - L § X § X § X 0.70 -0 18] 23 23 2l
REINFORCING STEEL - TOTAL (LBS.) 1729 1729 1729 1729 1729 1729 1723 1739 1739
o
y BILL OF REINFORCING STEEL - ONE ABUTMENT - 45% SKEW
g BRIDGE_LENGTH T0'-0 =0 100'-0 110-0 120-0 130-0 1507-0
I VARK LOCATION [SHAPE|LENGTH|_NO. [WEIGHT] NO. [WEIGHT| 'NO- [WEIGHT| NO. [NEIGHT] NO. [WEIGHT| NO. [WEIGHT, NO. [WEIGHT}
& 3| 8rz |ABUTMENT FOOTING LONGITUDINAL | 45-3| 7 | 846 | 7 | 846 7 [ 846 | 7 | 846 | 7 | 846 | 7 | 846 7 | 846
&G 5sl_|ABUTMENT FOOTING HOOPS T [ 11-0 |42 | 482 |42 | 482 42 | 482 | 42 | 482 |42 | 482 | 42 | 482 42 | 482
§§] 52 [ABUTMENT FOOTING HOOPS T [ 136 4] 5 [ 4] 56 4 56 [ 4] 56 | 4] 56 [4] 56 4 | 56
S 611 [FOOTING TO SLAB DOWELS — [ 50|36 | 270 |36 | 270 36 | 270 | 36 | 270 |36 | 270 |36 | 270 36 | 270
& ] 6t2[FooTiNG To SLAB DOWELS — | 5-7 | 36 | 302 |36 | 302 36 | 302 |36 | 302 |36 | 302 |36 302 36 | 302
=&l _*2 |PILE SPIRAL 38-6| 1 | 45 | 7 | 45 T 45 [ 1| 45 [ 7] 45 [ 1| a5 8 | 51
= SPIRAL SPACERS - L § X § X § X 0.70 =10 [21 [ 27 [21 [ 27 20 | 2t |2 | 21 |21 | 21 |2l | 21 24 | 31
32
° &l
I’A_J
wa
3=
Z o
3g REINFORCING STEEL - TOTAL (LBS.) 2028 2028 2028 2028 2028 2028 2028 2028 2038
8 g
oy
O O
RRY
~ o
o Q|
aal
o)
>
w il
o
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TABLE OF OPEN RAIL DIMENSIONS AND NUMBERS

€-¢ ABUT. BRG 70'-0 80'-0 90'-0 100"-0 110"-0 120-0 130-0 140-0 150-0

SKEW 0° 15° | 30° | 45° 0° 15° | 30° | 45° | o° 15° | 30° | 45° | o° 15° | 30° | 45° | 0° 15° | 30° | 45° | o° 15° | 30° | 45° | o° 15° | 30° | 45° | o° 15° | 30° | 45° | o0° 15° | 30° | 45°
z & A (FT.-IN.)| 81-0 | BI-1} | 8I"-54 | 82/-3 | 91"-0 | 9r'=1} | 91-54 | 92-3 | 101-0 [ 101-1} | 101-54 | 102=3 | 111=0 | 111°=14 [ n1=54 | 1127-3 | 1210 | 1217-14 | 121-5} | 122-3 | 131°-0 | 131°=14 | 131-5} | 132"=3 | 141-0 | 141'=1} | 141"-5} | 142'-3 | 151-0 [ 1511} | 151"-5} | 152'-3 | 161'-0 | 1611} | 161°-5} | 162'~3
gg B (FT.-IN.)| 67-0 | 67-1} | 67'-5} | 68'-3 | 77'-0 | 77-1} | 77'-5} | 78"-3 | 87'-0 | 87-1} | 87-5} | 88-3 | 97-0 | 97-1} | 97-5} | 98-3 | 107"-0 [ 107"-14 [107-5} | 108-3 | 117'-0 [ 117-1h | 117-53 | ng-3 | 121-0 | 127-14 | 127-54 | 128"-3 | 137°-0 | 137-14 [ 137'-5} | 138'-3 | 147°-0 | 147-14 | 147-5} | 148"-3
Igz c 8 8 8 8 10 10 10 10 1 1 1 1 12 12 12 12 13 13 13 13 15 15 15 15 16 16 16 16 17 17 17 17 18 18 18 18
58D (Fr.-in) 7-104 | 7100 | T-ng | v-nd | v-38 | v-3% | -4 | -4l | ek | el | Tk | TR | 79 | 7-ed | v-ek | v-eR | v-nk | v-n@ | v-ng | v-n@ ) v-ed | -4 | v-eF | v-74 | -84 | 7-8% | v-8% | 18 | 7-98 | 1-9R | 7-10f | 04| v-ng | v-ng | v-ng | 7-n§

"A" = END TO END OPEN RAIL (BID LENGTH)

7-0 *B" = END TO END OF SLAB OPEN RAIL SECTION 7-0
END SECTION END SECTION
[ CONST. JT. *C" POST SPACES @ D" ‘
3| 6e5i 66306 2e7 [ah\ | [go seew-2-0 30° sKew = 2-0 0° SKEW = 2-0  30° SKEW = 2-0] | [<—— CONST. JT.
=2-14 | | |26 13 159 SKEW = 2'-0  45° SKEW = 2'-2 159 SKEW = 2'-0  45° SKEW = 2'-2
—>{<— PERMISSIBLE
24-6¢l, 5-4c4, 4-4¢5 l«—— ¢ END POST GAP (3" MAX.)
l<—— € INTERIOR POST (TYP.) -0 .
6d2 FRONT FACE 4J3 TIES & END POST ——> ' 8 I8 4
6d1 BACK FACE 16| 16 EQ.SPA.@ 6%(#) _1'-0 36 433 TiES P I = ¢ PosT
\ [(TYP. BETWEEN POSTS ) ViIN. SPLICE e r 6hl (TYP.) o ‘ ‘
L I T H ‘1 ¥ F ! 4 ¥ S CHAMFER RAIL 3*
I I : | \ | | C P odf | - TOP AND SIDES
T — | | W < 4 Bgd | =P od S| (TYP. EACH POST)—"]
\ ' ! f T ~ Iy oyl =N J A
"y | | 4j2 TIES 3 SPA.e 3 N L) I EDGE OF PQST-
| | | = —
EI AN e RARME=) L SN |
S } . 6J1 (TYP.) PROVIDE 5 HOLES FORMED WITH 1°¢ PLASTIC
scl, 4+l Lea2 RAIL PANEL (TYP.) b CONDUIT. COST TO BE INCLUDED IN PRICE RAIL CHAMFER
6c3 Bed l: ELEVATION OF OPEN RAIL LAYOUT BID FOR CONCRETE OPEN RAILING. DETAIL
13 8 2 1310 3 15 1°=1
[ l [ l
HATCHED AREA EO e 1"¢ HOLES e I'-3
INDICATES AREA 6dl 6d2—| P v S, i1 14 CLR
OF BOND BREAKING 6d! dl 1z CLR. |
COATING ——__ | 62> 404 = =ed < 4cs5 (TYP.) T
6d2 6d E.E oed 62 g3 -
‘ 7-0 END SECTION > R \ ol | J |
EN e = 2w 6hi
\ 4-0 3-0 41 v & — -
‘ =7 scl—> |- o] 6ol OPTIONAL JOINT 2
(?) il $ A $ : ERIDGE. BEVELED KEYWAY
L . < TOP_OF ] 3
= TS PART PLAN VIEW N ABUT. ~ A sLas (TYP.) ~
==y —1 ¥ JOINT SEALER ON #,, & WING _d 7 :
@ i ‘ | otm TOP AND SIDES ———— - ) m L
L e ) N -
o 3 -
~ 6d2 .

2'-3 MIN.

= PART ELEVATION VIEW s |
~MJOINT DETAILS AT END SECTION ! ht 1 I ﬁglusrw &l
\

Y | H 4J2 CINTERIOR POST )

; Ala = sono ' IR gg,rﬁ;ﬂ .
e N BREAKING __ ] . 1642 I ez OINT
COATING g . 4 i
-0

2'-3 MIN. (TYP)

1-7% 2'-4%
PART PLAN VIEW

2'-3 MIN. (TYP.)
=27
z
VARIAB|
N

4j4 (END POST)

| I—TSJI (TYP.) e L A | - . :
* / -0 EEICIERR e 4 | B .
e SECTION A-A SECTIONSJIB(:YBP ) SECTION C-C PART SECTION D-D
< | W :
3, 6 SPA@ 5| SSPAB G I3, 4} =[E 2 QIOWAM Highway Division
=21} =26 %o ]
3 Ld § ° § STANDARD DESIGN - 30’ ROADWAY, 3 SPAN BRIDGES

; = N gld ol w CONTINUOUS CONCRETE

(S E——— " Sz < SLAB BRIDGES

el Jedz J ) Sg : NOVEMBER, 2006

a3 el g g OPEN RAIL DETAILS J30-43-06
PART PLAN SECTION END POST DETAILS ‘G&'%my ®*  INTERIOR POST DETAILS £ (TL-4)

REVISED 12-2008: REVISED END SECTION SHAPE AND REINFORCEMENT. RAIL DEPTH CHANGED TO I'-8.
_REVISED 09-2020: UPDATED BRIDGE ENCINEER SICNATURE. CHANCED SECTION A-A (WAS _VIEW A-A).
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EPOXY REINFORCING STEEL-TWO OPEN RAILS

BRIDGE LENGTH 700 80-0 30-0 100°-0 110°-0 1200 130-0 1400 150-0
BAR LOCATION SHAPE] NO. | LENGTH | WEIGHT | No. | LENGTH [WE1GHT | No. |LENeTH [wEiGHT | No. [LenaTH [wE1GHT | No. [LeEneTH [WEIGHT] No. [LENGTH | weiGHT] No. [LENGTH | wEIGHT] No. [LENGTH |WEIGHT] No. [LENGTH | WEIGHT
Gol | VERTICAL — |9 &1 | 709 9% 709 708 | 961 4-11 | 703 709 | 961 4-11 | 708 [ 96] 4-11 | 709 | % 709 709
62 | VERTICAL — | 16[2-10 | 68|16 68 68 68 68 | 16] 2-10 [ e8| 6] 2-10 68 | 16 8 68
6c3 | VERTICAL 1| 16] 4-1 96 | 16 98 98 38 %6 | 16 38 | 16 98 | 16 98 98
4c4 | VERTICAL HOOPS —1 |20 2-i0 | 38|20 38 38 38 38 | 20 38 | 20 38 | 20 38 38
4c5 | VERTICAL HOOPS — | 16] 31 33|16 33 33 33 33|16 33|16 33|16 33 33
6dl | HORIZONTAL — | 24| 6-8 240 | 24| 6'-8 240 | 24| 6’-8 240 | 24| 6'-8 240 | 24| 6'-8 240 | 24| 6'-8 240 | 24| 6'-8 240 | 24| 6'-8 240 | 24| 6-8 240
642 | HORIZONTAL — | 32| 6-9 | 324 | 32| 6-9 | 324 | 32| 6-9 | 324 | 32| 6-9 | 324 | 32| 6'-9 | 324 | 32| 69 | 324 | 32| 69 | 324 | 32| 6-9 | 304 | 32| 6-9 | 324
Ghi | LONGITUDINAL OPEN RAIL — | 24| 3579 | 1289 | 36| 26'-4 | 1532 | 36| 318 | 1712 | 36350 | 1893 | 36| 38'-4 | 2073 | 48] 32'-2 | 2319 | 48| 34'-8 | 2499 | 48| 37-2 | 2680 | 60| 32°-5 | 2921
6]1 | VERTICAL DOWELS OPEN RAIL —|152] 46 | 1027 [184] 47 | 1267 [200| 4'-8 | 1402 |216] 4-9 | 1541 |232] 4-10 | 1684 |264| 4~-11 | 1950 |280| 5-1 | 2138 [296| 5-2 | 2297 |312| 5-3 | 2460
-. [ 4z [voors INTERIOR PoSTS T |nz| 4-8 | 349 [144] 4 443 |160] 4= 499 [176| 4| 549 |192] 4- 539 |224] 4-8 | 698 [240| 48 | 748 [256]| 4| 798 |212] 4= 848
g |23 [ Hoors opeN RAIL ) |212] 55 | Te7 |ea4| 5~ 883 [290| 55 | 1049 |316] 5-5 | 1143 |342] 5-5 | 1237 |394| 5-5 | 1426 |420| 5-5 | i520 446 5-5 | iel4 [472| 5-5 | i708
& |14 [ HoOPS END POSTS 32| &5 | 37| 32| 65 137 | 32| 6- 137 | 32| 65 137 | 32| e~ 137 | 32| 65 | 137 | 32| 65 | 137 | 32| 6~ 137 | 32] - 137
2 |41 [ WiNG FOOTING TIE BARS > | 16| VARIES| 21 | 16 |VARIES| 21 | 16 |VARIES| 21 | 16|VARIES| 21 | 16|VARIES| I | I6|VARIES| 21 | I6|VARIES| 21 | 16|VARIES| 2I | 16 |VARIES| 2I
S
['9
g [ (INCLUDE WITH SUPERSTRUCTURE REINFORCING) TOTAL (LBS.) | 5100 5739 6330 6794 7261 8061 8673 3057 9605
| REINFORCING QUANTITIES SHOWN ARE BASED ON 45° SKEW BID LENGTHS.
w
E:
5
2 BENT BAR DETAILS
[
4 6 _4c4
w
5 9 Jacs . OPEN RAIL NOTES:
M —~ | = R MINIMUM CLEAR DISTANCE FROM FACE OF CONCRETE TO NEAR
£ ez 05 I REINFORCING BAR IS TO BE 2" UNLESS OTHERWISE NOTED OR SHOWN.
« = D=4} - m
E L ‘ , ‘ v ; COST OF THE JOINT SEALER AND BOND BREAKER SHALL BE CONSIDERED
= 108) 270 | 17 | 224 | INCIDENTAL TO OTHER CONSTRUCTION.
g <> } } |
g 6d2 THE CONCRETE OPEN RAIL IS TO BE BID ON A LINEAL FOOT
2 4c4 & 4cS BASIS MEASURED FROM END TO END OF RAIL. THE NUMBER OF LINEAL
E FEET OF OPEN RAIL INSTALLED WILL BE PAID FOR AT THE
- CONTRACT PRICE PER LINEAL FOOT. PRICE BID FOR “CONCRETE OPEN
Wi RAILING, TL-4* SHALL BE FULL COMPENSATION FOR FLRNISHING ALL
2o 4 MATERIAL, EXCLUDING REINFORCING STEEL, AND ALL OF THE EQUIPMENT
I r.i SIS AND LABOR REQUIRED TO CONSTRUCT THE RAIL IN ACCORDANCE WITH
et g. g. .E, THESE PLANS AND CURRENT SPECIFICATIONS.
k3] - —] BRIDGE | “a” |LENGTH
o Doz | = o | 5s | 2% | ALL OPEN RAIL CONCRETE IS TO BE CLASS C.
=0n
we < 7T g0 | 3.7 | a7 IF PLANS SPECIFY THAT THE REINFORCING STEEL IN THE SLAB
EZ KR : - - BE EPOXY COATED, ALL OPEN RAIL REINFORCING STEEL SHALL ALSO
=8 00 | 3-8 | a-8 BE EPOXY COATED. OTHERWISE THE OPEN RAIL REINFORCING
ég ° ) oo [ 3 | 2= SHALL NOT BE EPOXY COATED.
R - k] 4J2 n 1o | 3-10 4-10 THE JOINT SEALER SHALL BE LIGHT GRAY NONSAG LATEX
Yo I'-0 4)3 1200 | 3-n | 4-n CAULKING SEALER MARKETED FOR OUTDOOR USE. NO TESTING OR
=3 9 434 CERTIFICATION IS REQUIRED.
=; 130 | 4-1 | 51
w
28 [NOTE: ALL DIMENSIONS . v - TOP OF THE OPEN RAIL IS TO BE PARALLEL TO THEORETICAL
o5 Jare out 1o out. 4J2,4)3,4]j4 4+ 140" | 42 | 52 € GRADE.
22 o= PIN DIAMETER 150 | 43 | 53
IF CONDUIT IS REQUIRED IN THIS PLAN THE RIGID STEEL CONDUIT,
g7y CONCRETE PLACEMENT QUANTITIES NoTE: THESE VALUES TO BE USED FOR ALL SKEWS. JUNCTION BOXES AND FITTINGS INCLUDING LABOR AND ANY ADDITIONAL
¢ - - - - - - - - - WORK TO DO THE INSTALLATION IS CONSIDERED INCIDENTAL TO
3 E 2 BRIDGE LENGTH 70'-0 80’-0 90'-0 100°-0 1o'-o0 120’-0 130'-0 140’-0 150’-0 THE COST OF THE RAILING.
{5 @] ¥STANDARD SECTION CU. YOS. 122 14.0 15.7 17.4 19.1 21.0 22.7 24.4 26.0
<w
:52 END SECTION 4 © 0.687 CU. YDS. 2.8 28 2.8 2.8 2.8 2.8 2.8 2.8 28
23
& _ 2 ToTAL cu. vbs. 15.0 16.8 185 202 213 38 255 212 28.8
=% DIOWADOT +ishwor owisi
5= X CONCRETE QUANTITIES SHOWN ARE BASED ON 45° SKEW BID LENGTHS. & C Highway Division
[=]
W =]
[=< z
w &8 ] STANDARD DESIGN - 30' ROADWAY, 3 SPAN BRIDGES
aql @
Gy o w
B CONCRETE OPEN RAIL QUANTITIES gz I\ CONTSJEESUIBSR %%’E%RETE
IS s
225 BRIDGE LENGTH UNIT 70-0 80-0 90-0 100-0 1100 120-0 130-0 1200 150-0 éé & NOVENBER. 2006
8 & SJ CONCRETE OPEN RAILING, TL-4 0° SKEW LF. 162.0 182.0 202.0 222.0 242.0 262.0 282.0 302.0 322.0 = g d
& ¥ CONCRETE OPEN RAILING, TL-4 15° SKEW LF. 162.2 182.2 202.2 2222 242.2 2622 282.2 302.2 322.2 -
) X i g
553' CONCRETE OPEN RAILING, TL-4 30° SKEW LF. 162.9 182.9 202.9 222.9 242.9 262.9 282.9 302.9 322.9 14 2 OPEN RAIL DETAILS J30-44-06
& & 5] CONCRETE_oPEN RAILING, TL-4 45°_SKEW LF. | 1645 1845 2045 2245 2445 2645 2845 3045 3245 = (TL-4)
SS2f
W ww
KIKI
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6"¢ CORRUGATED METAL PIPE OUTLET, OR 4"¢
CORRUGATED DOUBLE-WALLED PE OR PVC PIPE
OUTLET WITH AN APPROPRIATE COUPLER. IF METAL
PIPE IS USED, THE PIPES SHOULD BE COUPLED IN
ONE OF THE TWO FOLLOWING WAYS.
I. USE AN INSIDE FIT REDUCER COUPLER
( COUPLER MUST BE INSERTED A MINIMUM
OF 1’-0 INTO CMP.
2. INSERT 1'-0 OF THE 4"¢ SUBDRAIN INTO
THE 6"¢ METAL OUTLET PIPE, THEN FULLY
SEAL THE ENTIRE OPENING WITH GROUT.

|, ABUTMENT FACE

FORESLOPE

4"® PERFORATED

SUBDRAIN

(POLYETHYLENE

CORRUGATED REMOVABLE RODENT
TUBING ) GUARD. SEE

MATERIALS 1.M. 443.01
Ty R
0 P
ma TYPICAL SECTION
OF SUBDRAIN OUTLET
TOP VIEW FRONT VIEW SLOPE PROTECTION
REMOVABLE RODENT (IF REQUIRED )

GUARD DETAILS OUTLET DETAILS

) / ;o -
ey
sumoran -7 | / /| -
ouTLET— ‘ [y4 A ¢
e !
|

i
}
SEE DETAILS ON |
SHEET J30-46-06— |

- —_————— - -4 ff A ——————— ———
[ AN
| —TOE OF SLOPE 13 | |B N~ emose
, ! 7 I—
2%1 ol T N\ N T e ‘ ! /f T 4"% PERFORATED
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FACE OF ABUTMENT

L FOOTING
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| /T~

‘ c REFER TO “SUBDRAIN DETAILS" SHEET
‘ y IN THIS PLAN FOR SUBDRAIN LENGTH
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| VTIMBER EDGING \
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L‘g‘
MACADAM STONE

(6" THICKNESS )
SUBDRAIN —7

<

TOP VIEW OF WING ARMORING

BARRIER RAIL

ENGINEERING FABRIC

MACADAM STONE
(6" THICKNESS)

/

WINGWALL SUBDRAIN —>O

PROFILE VIEW OF WING ARMORING

~<———— ABUTMENT FOOTING

SUBDRAIN
OUTLET

SLOPE PROTECTION

GRADING
SURFACE

4 NOMINAL

3'-0+ MAX.

OR REBAR. DRIVE PIN OR REBAR
VERTICALLY TO 1" (+)BELOW TOP
SURFACE OF TREATED TIMBER.

4" x 6" TREATED TIMBER
EDGING DETAILS

3'-0

N

MACADAM STONE ENDS ARE TO BE

UNDERMINING
|

O onr

ENGINEERING | % SLOPE ] @
i FABRIC
ZF'lN R

REBAR

SECTION A-A

WINGWALL: J

6 6
MIN. MIN.

R e

N,

€ §"® HOLES FOR 3¢ x 1'-6 STEEL PIN

1
ENGINEERING FABRIC
(6" THICKNESS )7 BURIED 6* TO PREVENT

SUBDRAIN NOTES:

SEE J30-45-06 AND “SITUATION PLAN" SHEETS FOR DETAILS OF PLACING
ALL SUBDRAINS AND SUBDRAIN OUTLETS REQUIRED FOR THIS STRUCTLURE.

THE BRIDGE CONTRACTOR IS TO INSTALL SUBDRAINS BEHIND THE ABUTMENT. THE
SUBDRAINS SHALL BE 4" IN DIAMETER AND BE IN ACCORDANCE WITH ARTICLE
4143.01, B, OF THE STANDARD SPECIFICATIONS. THE SUBDRAIN OUTLET

SHALL CONSIST OF A 6'-O LENGTH OF PIPE WITH A REMOVABLE RODENT GUARD.

THE DIMENSIONS SHOWN FOR THE PROPOSED SUBDRAINS ARE BASED ON THE PROPOSED
GRADING LAYOUT OF BRIDGE BERMS. THE DIMENSIONS SHOWN ARE FOR ESTIMATING ONLY.
REQUIRED LENGTHS AND GENERAL LOCATIONS OF SUBDRAINS ARE SUBJECT TO CHANGE
DUE TO FIELD ADJUSTMENTS OF THE GRADING LAYOUT.

THE COST OF FURNISHING AND PLACING SUBDRAIN (INCLUDING EXCAVATION), GRANULAR
BACKFILL, POROUS BACKFILL, AND SUBDRAIN OUTLET IS TO BE INCLUDED IN THE PRICE
BID FOR "STRUCTURAL CONCRETE (BRIDGE)". NO EXTRA PAYMENT WILL BE MADE.

MACADAM STONE WING ARMORING NOTES:

MACADAM STONE SHALL BE PLACED ALONG THE SIDE OF THE WING AND ABUTMENT
FOOTING. THIS IS TYPICAL AT EACH CORNER OF THE BRIDGE UNLESS OTHERWISE
NOTED IN THE PLANS. THE MACADAM STONE AT THESE LOCATIONS SHALL BE
UNDERLAYED WITH ENGINEERING FABRIC AND BE IN ACCORDANCE WITH ARTICLE
4196.01, B, 3, OF THE STANDARD SPECIFICATIONS.

THE BRIDGE BERM FORESLOPE SHALL BE COMPACTED AND SHAPED AS SHOWN ON
THESE PLANS, THE SITUATION PLAN AND AS DIRECTED BY THE ENGINEER. THE BERM
FORESLOPE SHALL BE FIRM WHEN THE ENGINEERING FABRIC AND MACADAM STONE
ARE PLACED.

THE ENGINEERING FABRIC SHALL BE IN ACCORDANCE WITH ARTICLE 4196.0l, B, 3, OF THE
STANDARD SPECIFICATIONS. IF THE ENGINEERING FABRIC IS LAPPED THE LAPS SHALL
BE A MINIMUM OF ONE FOOT IN LENGTH, SHINGLE FASHION WITH UP SLOPE LAP PIECE
ON TOP AND STAPLED FOR CONTINUITY.

THE MACADAM STONE SHALL BE IN ACCORDANCE WITH ARTICLE 4122.02, OF THE
STANDARD SPECIFICATIONS FOR COARSE MATERIAL (NO CHOKE STONE IS ALLOWED ).

WOOD PRESERVATIVE TREATMENT FOR THE TIMBER EDGING SHALL MEET THE
REQUIREMENTS FOR GUARDRAIL POSTS, SAWED FOUR SIDES, AND BE IN ACCORDANCE
WITH SECTION 4161, OF THE STANDARD SPECIFICATIONS.

THE MACADAM STONE SHALL BE DEPOSITED, SPREAD, CONSOLIDATED AND SHAPED BY
MECHANICAL OR HAND METHODS THAT WILL PROVIDE UNIFORM DEPTH AND DENSITY AND
PROVIDE UNIFORM SURFACE APPEARANCE.

PAYMENT FOR THE BRIDGE WING ARMORING SHALL BE INCIDENTAL

TO THE BID ITEM "STRUCTURAL CONCRETE (BRIDGE)" AND SHALL INCLUDE
COSTS OF ALL MATERIAL AND LABOR TO CONSTRUCT THE WING
ARMORING AS SHOWN ON THESE PLANS.

C)IOWAM Highway Division

STANDARD DESIGN - 30’ ROADWAY, 3 SPAN BRIDGES
CONTINUQUS CONCRETE
SLAB BRIDGES

NOVEMBER, 2006

09-2020

OVED BY BRIDGE ENGINEER

LATEST REVISION DATE

WINE ARMORING J30-46-06

REVISED 09-2014: THE AREA OF MACADAM STONE WAS EXTENDED 2'-0 IN FRONT OF THE BRIDGE WING.

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE.
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BRIDGE APPROACH PAVEMENT
e

?F \ f ABUTMENT WING

€ ABUT. BRG.
TOP SLOPE OF
GEOTEXTILE FABRIC

NOTE:
SHADED AREA SHOWS LIMITS
OF GEOTEXTILE FABRIC

¢ APPROACH

TOE OF SLOPE &
LIMIT OF BOTTOM
OF TRENCH FOR
EXCAVATION

»

BACK FACE
OF ABUTMENT

4*¢ SUBDRAIN

TOP SLOPE OF
GEOTEXTILE FABRIC

LIMITS OF TOP SLOPE OF GEOTEXTILE FABRIC ALONG ABUTMENT

LIMITS OF BOTTOM OF TRENCH ALONG ABUTMENT

ABUTMENT WING

ABUTMENT PLAN WITHOUT WING EXTENSIONS

"W" DIMENSION

SKEW DIMENSION
15° 2-2]
30° 2'-6
45° 3-03

ABUTMENT BACKFILL PROCESS:

THE BASE OF THE EXCAVATION SUBGRADE BEHIND THE ABUTMENT IS TO BE GRADED WITH A
4% SLOPE AWAY FROM THE ABUTMENT FOOTING AND A 27 CROSS SLOPE IN THE DIRECTION
OF THE SUBDRAIN OUTLET. THIS EXCAVATION SHAPING IS TO BE DONE PRIOR TO BEGINNING
INSTALLATION OF THE GEOTEXTILE AND BACKFILL MATERIAL.

AFTER THE SUBGRADE HAS BEEN SHAPED, THE GEOTEXTILE FABRIC SHALL BE INSTALLED IN
ACCORDANCE WITH THE DETAILS SHOWN. THE FABRIC IS INTENDED TO BE INSTALLED

IN THE BASE OF THE EXCAVATION AND EXTENDED VERTICALLY UP THE ABUTMENT
BACKWALL, ABUTMENT WING WALLS, AND EXCAVATION FACE TO A HEIGHT THAT WILL BE
APPROXIMATELY | TO 2 FOOT HIGHER THAN THE HEIGHT OF THE POROUS BACKFILL
PLACEMENT AS SHOWN IN THE "BACKFILL DETAILS" ON THIS SHEET. THE STRIPS OF THE
FABRIC PLACED SHALL OVERLAP APPROXIMATELY | FOOT AND SHALL BE PINNED IN PLACE.
THE FABRIC SHALL BE ATTACHED TO THE ABUTMENT BY USING LATH FOLDED IN THE FABRIC
AND SECURED TO THE CONCRETE WITH SHALLOW CONCRETE NAILS. THE FABRIC PLACED
AGAINST THE EXCAVATION FACE SHALL BE PINNED.

WHEN THE FABRIC IS IN PLACE, THE SUBDRAIN SHALL BE INSTALLED DIRECTLY ON THE
FABRIC AT THE TOE OF THE REAR EXCAVATION SLOPE. A SLOT WILL NEED TO BE CUT IN
THE FABRIC AT THE POINT WHERE THE SUBDRAIN EXITS THE FABRIC NEAR THE END OF
THE ABUTMENT WING WALL.

POROUS BACKFILL IS THEN PLACED AND LEVELED, NO COMPACTION IS REQUIRED.

THE REMAINING WORK INVOLVES BACKFILLING WITH FLOODABLE BACKFILL, SURFACE
FLOODING, AND VIBRATORY COMPACTION. THE FLOODABLE BACKFILL MATERIAL SHALL BE
IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS. THE FLOODABLE BACKFILL SHALL
BE PLACED IN INDIVIDUAL LIFTS, SURFACE FLOODED, AND COMPACTED WITH VIBRATORY
COMPACTION TO ENSURE FULL CONSOLIDATION. LIMIT THE LOOSE LIFTS TO NO MORE
THAN 2 FEET OF THICKNESS.

START SURFACE FLOODING FOR EACH FLOODABLE BACKFILL LIFT AT THE HIGH POINT OF
THE SUBDRAIN AND PROGRESS TO THE LOW POINT WHERE THE SUBDRAIN EXITS THE
FABRIC. TO ENSURE UNIFORM SURFACE FLOODING, WATER RUNNING FULL IN A 2-INCH
DIAMETER HOSE SHOULD BE SPRAYED IN SUCCESSIVE 6-FOOT TO 8-FOOT INCREMENTS
FOR 5 MINUTES WITHIN EACH INCREMENT.

FLOODABLE BACKFILL LIFT PLACEMENT, FLOODING, AND COMPACTION SHALL PROGRESS
UNTIL THE REQUIRED FULL THICKNESS OF THE ABUTMENT BACKFILL HAS BEEN COMPLETED.

WATER REQUIRED FOR FLOODING, SUBDRAINS, POROUS BACKFILL, FLOODABLE BACKFILL,
AND GEOTEXTILE FABRIC FURNISHED AT THE BRIDGE ABUTMENTS WILL NOT BE
MEASURED SEPARATELY FOR PAYMENT.

THE COST OF WATER REQUIRED FOR FLOODING, SUBDRAINS, POROUS BACKFILL, FLOODABLE
BACKFILL, AND GEOTEXTILE FABRIC FURNISHED AT THE BRIDGE ABUTMENTS SHALL BE
INCLUDED IN THE CONTRACT UNIT PRICE BID FOR STRUCTURAL CONCRETE.

NOTE:

SUBDRAIN SHALL SLOPE DOWNWARD 27 FROM § APPROACH ROADWAY WHEN
OUTLETTING BOTH SIDES OF THE ABUTMENT.

SUBDRAIN SHALL SLOPE DOWNWARD 27 FROM HIGH END WHEN OUTLETTING
AT ONE END OF THE ABUTMENT.

THE GEOTEXTILE FABRIC SHALL BE IN ACCORDANCE WITH ARTICLE
4196.01,B, 6 OF THE STANDARD SPECIFICATIONS. IF THE ENGINEERING
FABRIC IS LAPPED THE LAPS SHALL BE A MINIMUM OF ONE FOOT IN
LENGTH, SHINGLE FASHION WITH UP SLOPE LAP PIECE ON TOP AND
STAPLED FOR CONTINUITY.

MODIFIED SUBBASE, SEE APPLICABLE
"BR" BRIDGE APPROACH PAVEMENT STANDARD

FLOODABLE BACKFILL
APPROACH FILLS
BETHEEN WINGSJ—\ /;* SUBGRADE (GRADING SURFACES) ARE
/ - TO BE COMPLETED TO

THIS LINE BEFORE
R ° STARTING ABUTMENT
o T & CONSTRUCTION.
I
4lz FRONT FACE
2|3 <TL. <— ABUTMENT
B2 pay LmiT N FOOTING
5|&  For cLASS 20 3 -
8| EXCAVATION 30 BERM
o POROUS __/ u
 oF BackFILL—\ X e !
&N g 77 A A= |
| 476 sUBDRAIN — N ﬂ*‘“b) N
~ I
GEOTEXTILE N R J
FABRIC LIMITS it MIN. X
4% SLOPE ‘ 2-2 | ABUTMENT | 30
‘ "Fo0TING

SECTION A-A
BACKFILL DETAILS

NOTE: GEOTEXTILE FABRIC WILL BE ATTACHED
TO FACE OF ABUTMENT FOOTING AND WINGS.

X DIMENSION VARIES DUE
TO 2% SUBDRAIN SLOPE.

09-2020

LATEST REVISION DATE

NOTE:

SEE SUBDRAIN DETAILS SHEET FOR DETAILS NOT
SHOWN ON THIS SHEET WHICH ARE PERTINENT TO
THIS STRUCTURE.

C)IOWAM Highway Division

STANDARD DESIGN - 30’ ROADWAY, 3 SPAN BRIDGES
CONTINUOUS CONCRETE
SLAB BRIDGES

DECEMBER, 2008

OVED BY BRIDGE ENGINEER

ABUTMENT BACKFILL
DETAILS

FOR 15°,30°, & 45° SKEWS

J30-48-06

REVISED 09-2014: THE TECHNICAL DATA INFORMATION TABLE WAS REMOVED AND A NOTE ADDED TO REFER TO THE STANDARDS SPECIFICATIONS FOR THIS INFORMATION.

REVISED 07-2016: CHANGED THE BRIDGE APPROACH PAVEMENT STANDARD TO "BR" (WAS "RK").

REVISED 09-2020: UPDATED BRIDGE ENGINEER SIGNATURE.
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